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	Mine Name
	
	Location
	

	Installed Length 
	
	Personnel Inspecting
	

	Number of Anchor Bolts 
	
	Number of Platforms/ Intermediates 
	Platforms………….
	Intermediates…………….

	Number of Laddertube
	
	Date
	____/____/____
	Shift
	Day / Night






	Item
	Condition
	Notes/Defects

	
	Good
	Requires repair
	

	Ground Conditions to be checked prior to entering escapeway

	Ground conditions around top of Ladderway
	
	
	

	Ground conditions around bottom of Ladderway 
	
	
	

	Check connection bolts at each ladder join during the inspection
	
	
	

	Check Fall Arrest Connection to the backs, including shackle and pin. (load test anchor to a minimum of 2.1t or as per site policy for fall arrest anchors)
Test evidence provided - e.g., photo/site documentation etc.
 If load pull test cannot be completed, do not commence with the audit/repair until a replacement/alternative can be sourced. Include any additional information relating to this point on page 2.
	
	
	

	Check Fall Arrest Connection for Corrosion
	
	
	

	Check Installation cable is secured to the backs/spooled at Ladder entrance or cut – please note arrangement
	
	
	

	Check steel handrail bolts are tights and no excessive movement
	
	
	

	Check the connection of the PVC handrail to the steel handrail at the top of escapeway
	
	
	

	Check the top of Laddertube for movement/deformation
	
	
	

	Check anchor bolts (19mm socket) to ensure tension.
	
	
	

	Check anchor bolts and tension/ or replace if necessary
	
	
	

	Check inside of Laddertube for deformation due to fretting rock / or other 
	
	
	

	Check tensioner 
	
	
	

	Check Intermediates
	
	
	

	Check bottom of tube is secured (buried)
	
	
	

	Check travellers can freely move up and down the fall arrest cable 
	
	
	

	Inspect rope clamps – must be securing tensioner
	
	
	

	Inspect platforms and support
	
	
	

	Inspect condition of tread plates
	
	
	

	Update audit tag 
	
	
	

	Check Ladderway is free from dirt, mud, oil, debris etc., – Please make sure to note type of build-up and confirm if remedial works were carried out or flagged with client. 
	
	
	


     			 To be completed bi-annually/yearly or as per site requirements
	                        Photographs of inspection points to be taken for records
	· Photo of Inspection form, noting rise details 
	· Static Line Tensioner 
	· Looking up the ladderway from the bottom


	· Top of Ladderway
	· Top Anchor Point
	· Any damage/ repairs or significant items

	· Bottom of Ladderway
	· Looking down the Ladderway from the top
	






Cleaning of Laddertube to remove soot, dirt and diesel particulates.

If required the interior of Safescape Laddertube can be cleaned using water and truck wash solution at a ratio of 20:1, poured from the top of the Safescape Laddertube.  Solution amount dependent on length of rise, amount of build-up and drainage capacity at bottom of rise.  Maximum flow of – 50L/s.  

Consideration should be given to the area at the bottom of the escapeway to ensure adequate drainage of liquid.

Cleaning of handrail inside the Safescape Laddertube can be done using cloth and cleaning product during the inspection climb (Micro fibre cloth will provide ease of cleaning). 

To minimise the build-up of particulates a vent curtain can be fitted at the bottom access point to Safescape Laddertube. 
Fall Arrest 
Fall arrest cable termination point at upper anchor location:  Client has been advised that the supplier certification of the termination point (swaging) is subject to quarterly visual inspections to ensure there are no visual defects.
Was the Fall Arrest Bolt in backs tested/used during inspection Y/N? ……………………………
If no, please advise why and what alternate safety measures (fall arrest) were used? 
.………………………………………………………………………………………………………………………
Anchor Bolts 

Number of Bolts required as per Installation Plan: ……………………………
(Noted on front page) 

QTY of Anchor Bolts Checked ……………………………………………………………………………………. 

Any Anchor bolts requiring replacement Y/N?  ………………………………………………….

Platform 

Rest Platform Condition 
(Tick relevant response)
New style           ☐                       Old style    ☐
Good Condition ☐            Repairs required ☐

Number of Platform Laddertubes required as per Installation Plan: ……………………………
(Noted on front page) 

QTY of Platform Laddertubes Checked ……………………………………………………………………………………. 

Note details of Platform Laddertubes requiring replacement ………………………………………………….

Intermediates 

Number of Intermediates required as per Installation Plan: ……………………………
(Noted on front page) 
QTY of Intermediates Checked ……………………………………………………………………………………. 

Any Intermediates requiring replacement Y/N?  ………………………………………………….

Comments _____________________________________________________________________

_______________________________________________________________________________

_______________________________________________________________________________

_______________________________________________________________________________

_______________________________________________________________________________

_______________________________________________________________________________

Replacement Items Required Y/N? ……………………………………………………………………..
List below: 

_______________________________________________________________________________

 _______________________________________________________________________________

_______________________________________________________________________________


	Outcome

	
	Safescape Compliant
	Safescape Non-Compliant
	Reason/ Comments/To be actioned

	Laddertube  
	


	
	

	Fall Arrest System
	


	
	

	Next Inspection Date
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