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Features Features Explained

2 3 4 5 6

9 10 1512 13 14

 1 Power Light:  This light indicates three possible conditions for the amplifier.  1). Steady on 
indicates amplifier is powered up and internal processor is functioning.  2). One short blink each 
second indicates that amplifier is in sleep mode (see Sleep Mode below).   3). Fast blinking 
indicates that the PA Override is currently engaged (see “PA Sense” below for more information).

 2  Auto HummBuster/Overcurrent Amber Light:  This light flashes when the Auto HummBuster 
is analyzing the inputs for audio noise. It glows solid during overcurrent or direct shorts.  

 3  Remote Volume Control Jack:  This jack can ONLY be attached to a ROEMTECH wall 
volume control. The jack supplies 5V over one of the wires and uses it to be controlled by a
10K potentiometer.  In addition, three of the wires can be used for an analog line level stereo
signal that gets mixed in with Input 2 and is also attenuated by its volume knob.  For more
information regarding this feature, contact Roemtech technical support.

 4  Auto HummBuster Button:  This button initiates the Auto HummBuster feature.  For more 
information on this feature, see the section “Auto HummBuster - How it Works”.  This button
also doubles as an EQ preset.  If this button is held down for two seconds, the light will flash
once, twice or three times. If the light flashes once, this indicates that the internal EQ is flat,
if it flashes twice, this indicates the internal EQ has been set to slightly enhance low frequencies.
If the light flashes three times, this indicates that the EQ has been set to enhance low
frequencies even more and also enhance higher frequencies above 10kHz.

 5  Input 1 Volume Control:  Sets attenuation level for INPUT 1 input (stereo 3.5mm input).

 6  Input 2 Volume Control:  Sets attenuation level for INPUT 2 input (stereo 3.5mm input).

 7  Input 3 Volume Control:  Sets attenuation level for INPUT 3 input (stereo 3.5mm input).

 8  Input 1: This input is a stereo 3.5mm jack that accepts most unbalanced stereo signals. 

 9  Input 2:  This input is a stereo RCA jack that accepts most unbalanced stereo signals.

10  Input 3:  This input is a stereo 3.5mm jack that accepts most unbalanced stereo signals.

11  P/A Vol Level: Sets attenuation level of the P/A audio that gets passed through.

12  Mono All - Stereo All:  This switch determines whether the output will be separated stereo or 
combined mono.  In the mono mode, all speakers output the same exact audio.  In stereo mode, 
you get true stereo separation for left and right channels as indicated at the terminal block.

13  PA Sense:  This connection should be made to the public address or alarm system via a two 
conductor wire.  Polarity is not important.  The impedance of this input is in the mega-Ohm range 
and will not create a detectable load on any system that it is tied to.  This input is designed to 
automatically detect and adapt to any signal it sees from 25Vrms to 100Vrms (standard high-level 
distributed audio) without issue. 

14  Duck Level:  This feature allows you to control the sensitivity of the PA ducking threshold.  
For example: If there is some constant noise on the PA system that is tied to the amplifier, then 
the sensitivity can be decreased by turning the control clockwise until the noise no longer triggers 
the PA override function.

15  Speakers & Sleep Mode:  If the amplifier does not detect any audio for 20 minutes, it will 
shut down most of its’ circuitry so that the power draw is reduced below 50 milliamps.  As soon
as the  amplifier detects audio, it will instantly come out of sleep mode. You will know if the
amplifier is in sleep mode when the blue power light flashes once every second.
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At Roemtech, we have taken the unusual step
of putting surge protection on every single input
going into the PMA-350H+/3100H+. Each input is 
surge protected to 10,000V for protection against 
momentary static discharge. This ensures that
you will get many years of trouble-free performance
from your amplifier.

11

7


