
FAC-008-3 EIC Flow Diagram R3, R6, R8 (Draft)
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manufacturers 

One or more industry 
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Program/Procedure/Processes Applicable Standard/Requirement 

T1: Tool 1 
T2: Tool 2
T3: Tool3

D1: Facility Ratings Methodology (FRM) 
D2: FRM Process 1
D3: FRM Process 2
D4: FRM Process 3
D5: FRM Guidance 1
D6: FRM Change Management Process
D6: Joint Facility Procedure

FAC-008-3: Facility Ratings R3, R6, R8 

A practice that has 
been verified 

Equipment Rating 
standard(s) 

Ratings provided by 
equipment 

manufacturers 

Ambient conditions 

Operating limitations.

R3.1 - Methodology R3.2 - Underlying Assumptions, Design 
Criteria 

Ambient Condition 
Source 

Manufacturer Supplied 
Rating Source

Standard Source 
(IEEE, CIGRE, etc.)

Thermal, Stability or 
Voltage Rating Source

 Was the most limiting 
Equipment Element 

Identified? 

R3.4 - Most Limiting 
Element Determination 

Process. Was Normal and 
Emergency Rating 

Determined?  

Identify Electrical Element or 
Components

(New, Upgrades or Replacements) 

Planning and Operation 
Use Case Deployment

R6 - Facility Rating 

Review Cycle 
of 

Determined 
Ratings 

Is the Facility solely or 
jointly owned ?

Coordinate with 
Joint Owner 

Solely Owned

Jointly Owned

Yes Yes

No

No

R8 - Application 

Does the Facility Rating 
respect the most limiting 

Equipment Rating? 
R3.3 - Respecting 

Most Limiting 
Equipment Rating. 

Yes

NO

People

P1: Project Manager
P2: SME 1
P3: Manager  
P4: SME 2

Provide Facility Rating to 
RC. PC, TP, TO & TOP  

Within 30 days.
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