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TECHNICAL DATA

Recomm. excavator weight (1)

Weight without bracket

Nominal power

Rotation torque

Cutting force

Max. pressure (2)

Required oil flow

(1) User is responsible for ensuring that the equipment meets the excavator's specifications and weight requirements. (2) Torque and cutting force decrease with lowered operating

ton
Ibs

kg

kw

hp
kNm

Ibf.ft

Ibf

psi

I/m

gpm

E)
40
28

2080

350
5100
45-80

12-21

470
1050
40
55
51
3760
22,5
5100
350
5100
65-120

17-32

TF 650

9-16

650

1430

74
5450
305
6850

350
5100
90-150

24-40

TF 850

14-22

1100
2420
70
95
121
8920

40,2

140-190

37-50

TF 1100

20-34

1340

2950

122

20

14750

[

13700

400

170-250

45-66

TF 2100

28-45

2380
5240
120
163
26,7
19700
|

16000

240-340

63-90

pressure. Simex does not accept responsibility or liability for the information provided. Technical modifications may vary without prior notice.

These are the standard features, for custom solutions don't hesitate to <ot e,

TF 2500

40-55

2700
5950
150
205
36,1

27600

5800

280-400

74-105

TF 3100

50-75

2940

6470

185

250

48

35400

128

28700

400

5800

350-500

92-132





