I_r A\
Orange )
Power 12-24V AC 12-30V DC Brown
Operator 1 Red
Black e
Purple q’
White/Purple 00
M ) Yellow I Y 0
' WHITE . MN"lte'k Yellow a
or Mag locks use o) Py
OUTPUT Bl
POWER 1o ELECTRIC the N/C contact of ue a8 M
¢ ACIDC # GRAY Blue © 0
N.ON LOCK the TDM output #1 Green $ 00
l Green I a [
[ I ) -
WHITE/BLUE STRIPE 12-24V AC Red/Blue \ ‘)
0C-904C T dipswitch Setting Chart OFF ON
vo | | com TDM O Y
3. Activation operation Auto. nowing Act
' ™, YELLOW - 4. Test input En_al;]lc Disable
F———1 5. Test output Hi: Low
. l:l M g Test ouilpm "Activation" Enable Disable
OUTPUT \-I Time Delay Aux 7. Mandatory OFF
I #2N O BROWN SwingSafe/ 8. Mandatory OFF
e Stop Enable Fully Automatic
EJUELI;I TIME DELAY MODULE
Ny 2 ‘
INSTALLATION NOTES

system.

re@nts.

00000
00000

2. Technicion MUST WALK TEST to
verify function and detection patterns
comply with ANSI/BHMA A156.10
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1. Set door speeds and verify proper door
operation prior to final connections of sensors
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NOTE: All activating devices (pushplates, card readers,

motion sensors, etc.) must connect to the TDM.

Purple and White/Purple wires from both OC-904C T controls
connect in parallel. Be sure to observe polarity of the purple

wires (+ to +, - to -).
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