owe FOLIARA

A WE LIGHTING Pendant / FLA

Designed by we, Customized for you

GENERAL INFORMATION

The FOLIARA Pendant combines architectural lighting with
biophilic design in a clean linear form. Its stainless steel and
acrylic body incorporates an open upper planter for
greenery, while a frosted acrylic diffuser provides soft,
diffused direct illumination below. Available in three lengths
and a broad selection of finishes, FOLIARA creates a
distinctive integration of light and vegetation for
contemporary indoor and outdoor environments.
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SPECIFICATIONS J
Material Stainless Steel, Acrylic -

Diffuser Acrylic, Frosted [
Length 40"/ 46" | 52" ( ) g
Heigth 6" ‘
Width 8"

Input Voltage 110-277V, 50-60 Hz

Light Source Type LED

T A S0 A 50 OTHER VERSIONS AVAILABLE
LED Output 80 Im/W

CCT 2700K / 3000K / 3500K / 4000K

CRI 90

Dimming & Driver Integral, 0-10V

Light Distribution  Direct, Diffused

IP Rating IP 66

Warranty 5 years

Finishes 34 RAL finishes

8 wood-effect finishes
12 metallic finishes

CERTIFICATION
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https://www.a-welighting.com/product/floris-mini
https://www.a-welighting.com/product/ultra-mariner-planter
https://www.a-welighting.com/product/verdeluna
https://www.a-welighting.com/product/tiarella
https://www.a-welighting.com/product/verbena
https://www.a-welighting.com/product/wisteria
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A WE LIGHTING

Designed by we, Customized for you

Ordering Information

Select one item from each category below. If your desired option is unavailable, please contact our team for support or custom solutions.
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Notes

Code
FLA
Pendant
Dimming
NN
D Non-Dimmable
DM
D 0-10V
Cord Finish Option
sv
D Standard Vinyl
D cus
Custom on request
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Length / Height / Width

40
40"/ 6"/ 8"

46
46"/ 6"/ 8"
52
52"/ 6"/ 8"

Ccus
Custom on request

Body Finish Option

ST
Standard

WE
Wood effect

MC
Metallic

Cus
Custom on request
Cord Length

L59
59" (adjustable)

L118
118" (adjustable)

Ccus
Custom on request

O O O O

L OO O O

Wattage / Lumens

20
20W/ 41600 Im

30
30W/ ¥2400 Im
40W / ¥3200 Im

50
50W / 44000 Im

Cus
Custom on request

Inner Trim Finish Option

ST
Standard

WE
Wood effect

MC
Metallic

Cus
Custom on request

O O O O

L OO O O

CCT

27
2700K

30
3000K

35
3500K

40
4000K

cus
Custom on request

Canopy Finish Option

ST
Standard

WE
Wood effect

MC
Metallic

Cus
Custom on request

Updated: 09/17/2026

a-welighting.com | +1 (307) 761-7154 | sales@a-welighting.com
A We Lighting™ | A We Light & Co, LLC Specifications are subject to change without notice



https://www.a-welighting.com

we [ Project

A WE LIGHTING Notes

Designed by we, Customized for you

Standard finishes

RAL 4012 RAL 4003
RAL 3014 RAL 5019 RAL 5024
RAL 6039 RAL 3012 RAL 1015 RAL 9010 RAL 9016 RAL 9003 RAL 9022 RAL 7004 RAL 9005

Metallic finishes

RAL 1021 RAL 2002 RAL 3003 RAL 3011

RAL 6011 RAL 6001 RAL 6017 RAL 6021 RAL 6027 RAL 6033

017 023
AGED OBSIDIAN
CITRON STEEL

Wood-effect finishes
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[ O/ OAK [l HONEY OAK MAPLE WALNUT il MAHOGANY DARK OAK ESPRESSO

Cord finishes
Standard Vinyl

RAL K7 CLASSIC COLORS (80-95% GLOSS): RAL

All RAL Classic colors are available with no setup fee.

On your specification submittal, choose your RAL color by
entering the 4-digit RAL code (e.g., RAL 3003).
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