NAV09 – ADVERSE CONDITIONS 


	Vessel:
	Date:



	This checklist is to be completed by the officer of the watch prior to Adverse Weather, Visibility or Ice Conditions
The Officer completing the checklist MUST enter his initials as confirmation



	Checks (Initials confirm YES, if not required enter N/R)
	Adv Weather
	Poor Visibility
	Ice

	Master advised
	
	
	

	Safe Course / Speed for conditions?
Consider Probability of Parametric rolling phenomenon.
	
	
	

	Ensure on-going monitoring of weather reports and logging of weather conditions
	
	
	

	Bridge manned as per Navigation Procedures 3.10.3?
	
	
	

	Qualified Lookout posted?
	
	
	

	Manual Steering?
	
	
	

	ER or Duty Engineer advised
	
	
	

	Main Engine required on Stand-By
	
	
	

	Navigation Lights on?
	
	
	

	Additional Ballast e.g. Heavy Weather Hold required?
	
	
	

	Watertight Doors, as appropriate?
	
	
	

	All traffic being plotted?
	
	
	

	Fog Signal?
	
	
	

	Anchors secure?
	
	
	

	Cargo / Container lashings checked secure?  
	
	
	

	Heavy objects near critical equipment secure?
	
	
	

	All ventilators / weather deck openings secured?
	
	
	

	Deck Safety Lines/Hand Ropes been Rigged?
	
	
	

	Deck scuppers / freeing ports open / good condition
	
	
	

	Bilge systems ready for immediate use? 
	
	
	

	Accommodation secured and all Ports and Deadlocks closed?
	
	
	

	Crew informed and ban on Deck Access in place? 
	
	
	

	Have requirements of FOP - Navigating in Ice - been followed and a risk assessment prepared?
	
	
	

	Is Deck Machinery prepared for ice and available?
	
	
	

	Monitoring Ice Advisory Service Broadcasts?
	
	
	

	Local ice navigation regulations been followed?
	
	
	

	Notification posted declaring elevator not to be used?
	
	
	

	Office advised that vessel entering ‘Adverse Conditions’
	
	
	

	Message sent to fleet cell advising that checklist completed (Date/Time/Conditions) 
	
	
	

	During time under ‘Adverse Conditions’, vessel to update fleet cell on conditions every 24 hours.  In severe conditions this reduced to 12 hourly or 6 hourly
	
	
	

	Operate and use  the radar
	
	
	

	Ensure all loose objects and equipment have been secured.
	
	
	

	Gyro compass errors checked
	
	
	

	Review fuel tank levels where >80% capacity. Where possible, reduce sounding by bunker transfer or planned consumption to avoid spillage through vents during rolling. Ensure FO save-all plugs closed and arrange for periodical checking / emptying of any collected water as conditions / safety permits.
	
	
	

	Confirm with the Chief Engineer that Main and Auxiliary engine lubricating oil sump levels are sufficient to ensure that lubricating oil pump suctions are maintained whilst vessel is rolling and pitching. (Engine Lubricating oil tank levels must be maintained in accordance with engine manufacturers instructions at all times) 
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