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(57) ABSTRACT

An artificial joint is provided. The artificial joint may
comprise: a first joint member including a first bone replace-
ment part, and a (1-1)** branch and a (1-2)* branch branched
from opposite sides of the first bone replacement part; a
second joint member including a second bone replacement
part, and a (2-1)"? branch and a (2-2)"¢ branch branched
from opposite sides of the second bone replacement part; a
first main string connecting one side of the (1-1)* branch and
one side of the (2-1Y*4 branch; a second main string con-
necting the one side of the (1-1)* branch and one side of the
(2-2)" branch; a third main string connecting one side of the
(1-2)* branch and the one side of the (2-1)"? branch; and a
fourth main string connecting the one side of the (1-2)*
branch and the one side of the (2-2)"¢ branch.

22 Claims, 22 Drawing Sheets
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ARTIFICIAL JOINT

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a Bypass application of International
Application No. PCT/KR2018/007815, filed on Jul. 10,
2018, which claims priority from Korean Patent Application
No. 10-2017-0087196, filed on Jul. 10, 2017, and Korean
Patent Application No. 10-2018-0012969 filed on Feb. 1,
2018.

TECHNICAL FIELD

The present invention relates to an artificial joint, and
relates to an artificial joint including a fixed joint member,
a rotary joint member, and a string configured to connect the
joint members.

BACKGROUND ART

Unlike industrial robots, service robots or rehabilitation
robots come into contact with people in operations of the
robots. Therefore, an impact that may be generated to the
robot and a person due to such contact has to be considered.

Most of existing robotic or mechanical joints have rigid
bodies (links) tightly fixed to each other, and when an
external impact is generated, most of the impact is trans-
ferred to a joint mechanism and a body subject to the impact.
In addition, as the occasion demands, flexibility in a rota-
tional direction may be applied through a control, while
flexibility in a rotation axis direction may not be applied by
a control technique alone. Furthermore, in the existing
mechanical joints, a repulsive power acts between the rigid
bodies (links) so that an abrasion phenomenon may occur
due to friction, and such abrasion makes it difficult to use the
mechanical joints for a long time. Accordingly, research and
development have been continuously conducted on robot
joints to solve the above problems.

DISCLOSURE
Technical Problem

One technical object of the present invention is to provide
an artificial joint that simulates a flexible joint structure of a
human body.

Another technical object of the present invention is to
provide an artificial joint in which friction between members
is reduced.

Still another technical object of the present invention is to
provide an artificial joint with improved flexibility.

Yet another technical object of the present invention is to
provide an artificial joint capable of generating various
rotary joints.

The technical objects of the present invention are not
limited to the above-described objects.

Technical Solution

In order to achieve the technical objects, the present
invention provides an artificial joint.

In accordance with a first embodiment of the present
invention, the artificial joint includes: a first joint member
including a first bone frame, and a first-first branch and a
first-second branch branched to both sides from the first
bone frame; a second joint member including a second bone
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frame, and a second-first branch and a second-second branch
branched to both sides from the second bone frame; a first
main string configured to connect one side of the first-first
branch to one side of the second-first branch; a second main
string configured to connect the one side of the first-first
branch to one side of the second-second branch; a third main
string configured to connect one side of the first-second
branch to the one side of the second-first branch; and a
fourth main string configured to connect the one side of the
first-second branch to the one side of the second-second
branch.

According to the first embodiment, the first main string
and the fourth main string may be parallel to each other, and
the second main string and the third main string may be
parallel to each other.

According to the first embodiment, the artificial joint may
further include a sub-string, wherein the sub-string may
provide a rotational characteristic between the first joint
member and the second joint member.

According to the first embodiment, the first joint member
may have two rotational degrees of freedom with respect to
the second joint member.

According to the first embodiment, the first joint member
may be able to perform pitch rotation with respect to the
second joint member when viewing the second joint member
in a longitudinal direction.

According to the first embodiment, the first joint member
may be able to perform yaw rotation with respect to the
second joint member when viewing the second joint member
in a longitudinal direction.

According to the first embodiment, the artificial joint may
have flexibility in at least one of a roll direction and a
long-axis direction of the first bone frame and the second
bone frame when viewing the second joint member in a
longitudinal direction.

According to the first embodiment, a first virtual line
configured to connect one end of the second-first branch to
one end of the second-second branch and a second virtual
line configured to connect one end of the first-first branch to
one end of the first-second branch may cross each other.

According to the first embodiment, in the artificial joint
where the first joint member rotates with respect to the
second joint member in a pitch direction when viewing the
second joint member in a longitudinal direction, the first-
first branch or the first-second branch may pass through a
virtual surface defined by a space between the second-first
branch and the second-second branch.

According to a second embodiment, compared to the
artificial joint according to the first embodiment described
above, the artificial joint may further include: a first sub-
string configured to connect one side of the first bone frame
to the one side of the second-first branch; and a second
sub-string configured to connect the one side of the first bone
frame to the one side of the second-second branch.

According to the second embodiment, the first joint
member may have one rotational degree of freedom with
respect to the second joint member.

According to the second embodiment, the first joint
member may be able to perform pitch rotation with respect
to the second joint member when viewing the second joint
member in a longitudinal direction.

According to the second embodiment, the artificial joint
may have flexibility in at least one of a yaw direction, a roll
direction, and a long-axis direction of the first bone frame
and the second bone frame when viewing the second joint
member in a longitudinal direction.
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According to a third embodiment, compared to the arti-
ficial joint according to the first embodiment described
above, the artificial joint may further include: a third sub-
string configured to connect one side of the first bone frame
to the one side of the second-first branch; and a fourth
sub-string configured to connect the one side of the first bone
frame to the one side of the second-second branch, wherein
a tension of the third or fourth sub-string may be smaller
than a tension of at least one of the first to fourth main
strings.

According to a fourth embodiment, compared to the
artificial joint according to the first embodiment described
above, the artificial joint may further include: a fifth sub-
string configured to connect the one side of the first-first
branch to a middle portion of the second-first branch; and a
sixth sub-string configured to connect the one side of the
first-first branch to a middle portion of the second-second
branch, wherein a tension of the fifth or sixth sub-string may
be smaller than a tension of at least one of the first to fourth
main strings.

According to the third or fourth embodiment, the artificial
joint may have a different number of rotational degrees of
freedom according to a pitch direction angle between the
first joint member and the second joint member when
viewing the second joint member in a longitudinal direction.

According to the third or fourth embodiment, the first
joint member may have two degrees of freedom for pitch
rotation and yaw rotation with respect to the second joint
member when the pitch direction angle is smaller than a
predetermined reference.

According to the third or fourth embodiment, the first
joint member may have flexibility with respect to the second
joint member in a yaw direction, a roll direction, and a
long-axis direction of the first bone frame and the second
bone frame.

According to the third or fourth embodiment, the first
joint member may have one rotational degree of freedom for
pitch rotation with respect to the second joint member when
the pitch direction angle is larger than a predetermined
reference.

According to the third or fourth embodiment, the first
joint member may have flexibility with respect to the second
joint member in a yaw direction, a roll direction, and a
long-axis direction of the second bone frame when viewing
the second joint member in the longitudinal direction.

According to the fourth embodiment, a rotational degree
of freedom may be reduced in a case where the first joint
member performs pitch rotation more than a predetermined
reference with respect to the second joint member in a
direction of the first-second branch when viewing the second
joint member in a longitudinal direction.

According to a fifth embodiment, compared to the artifi-
cial joint according to the first embodiment described above,
the artificial joint may further include: a seventh sub-string
configured to connect a middle portion of the first-first
branch to a middle portion of the second-second branch; and
an eight sub-string configured to connect a middle portion of
the first-second branch to a middle portion of the second-
first branch, wherein the artificial joint may have a degree of
freedom in pitch in a diagonal direction.

Advantageous Effects

According to an embodiment of the present invention, the
artificial joint includes: a first joint member including a first
bone frame, and a first-first branch and a first-second branch
branched to both sides from the first bone frame; a second
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joint member including a second bone frame, and a second-
first branch and a second-second branch branched to both
sides from the second bone frame; a first main string
configured to connect one side of the first-first branch to one
side of the second-first branch; a second main string con-
figured to connect the one side of the first-first branch to one
side of the second-second branch; a third main string con-
figured to connect one side of the first-second branch to the
one side of the second-first branch; and a fourth main string
configured to connect the one side of the first-second branch
to the one side of the second-second branch. Accordingly,
friction between members can be reduced so as to provide an
artificial joint that can be used for a long time without
abrasion.

In addition, according to the embodiment of the present
invention, the artificial joint may further include: first and
third sub-strings configured to connect one side of the first
bone frame to the one side of the second-first branch; second
and fourth sub-strings configured to connect the one side of
the first bone frame to the one side of the second-second
branch; a fifth sub-string configured to connect the one side
of'the first-first branch to a middle portion of the second-first
branch; a sixth sub-string configured to connect the one side
of the first-first branch to a middle portion of the second-
second branch; a seventh sub-string configured to connect a
middle portion of the first-first branch to a middle portion of
the second-second branch; and an eight sub-string config-
ured to connect a middle portion of the first-second branch
to a middle portion of the second-first branch, wherein a
tension of each of the third to sixth sub-strings may be
smaller than a tension of at least one of the first to fourth
main strings. Accordingly, an artificial joint capable of
generating various rotary joints can be provided according to
each embodiment.

DESCRIPTION OF DRAWINGS

FIG. 1 is a view showing an artificial joint according to a
first embodiment of the present invention.

FIGS. 2 and 3 are views showing a movement of the
artificial joint according to the first embodiment of the
present invention.

FIG. 4 is a view showing flexibility of the artificial joint
according to the first embodiment of the present invention.

FIG. 5 is a view showing an artificial joint according to a
second embodiment of the present invention.

FIG. 6 is a view showing a movement of the artificial joint
according to the second embodiment of the present inven-
tion.

FIG. 7 is a view showing flexibility of the artificial joint
according to the second embodiment of the present inven-
tion.

FIG. 8 is a view showing an artificial joint according to a
third embodiment of the present invention.

FIG. 9 is a view showing a movement of the artificial joint
according to the third embodiment of the present invention
when a pitch direction angle of the artificial joint is smaller
than a reference.

FIG. 10 is a view showing flexibility of the artificial joint
according to the third embodiment of the present invention
when the pitch direction angle of the artificial joint is smaller
than the reference.

FIG. 11 is a view showing a movement of the artificial
joint according to the third embodiment of the present
invention when the pitch direction angle of the artificial joint
is larger than the reference.
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FIG. 12 is a view showing flexibility of the artificial joint
according to the third embodiment of the present invention
when the pitch direction angle of the artificial joint is larger
than the reference.

FIG. 13 is a view showing an artificial joint according to
a fourth embodiment of the present invention.

FIG. 14 is a view showing a movement of the artificial
joint according to the fourth embodiment of the present
invention when a pitch direction angle of the artificial joint
is smaller than a reference.

FIG. 15 is a view showing flexibility of the artificial joint
according to the fourth embodiment of the present invention
when the pitch direction angle of the artificial joint is smaller
than the reference.

FIG. 16 is a view showing a movement of the artificial
joint according to the fourth embodiment of the present
invention when the pitch direction angle of the artificial joint
is larger than the reference and a pitch direction is a
counterclockwise direction.

FIG. 17 is a view showing flexibility of the artificial joint
according to the fourth embodiment of the present invention
when the pitch direction angle of the artificial joint is larger
than the reference and the pitch direction is the counter-
clockwise direction.

FIG. 18 is a view showing a movement of the artificial
joint according to the fourth embodiment of the present
invention when the pitch direction angle of the artificial joint
is larger than the reference and the pitch direction is a
clockwise direction.

FIG. 19 is a view showing flexibility of the artificial joint
according to the fourth embodiment of the present invention
when the pitch direction angle of the artificial joint is larger
than the reference and the pitch direction is the clockwise
direction.

FIG. 20 is a view showing an artificial joint according to
a fifth embodiment of the present invention.

FIG. 21 is a perspective view showing a movement of the
artificial joint according to the fifth embodiment of the
present invention.

FIG. 22 is a front view showing the movement of the
artificial joint according to the fifth embodiment of the
present invention.

FIG. 23 is a view showing flexibility of the artificial joint
according to the fifth embodiment of the present invention.

MODE FOR INVENTION
Best Mode

Hereinafter, exemplary embodiments of the present
invention will be described in detail with reference to the
accompanying drawings. However, the technical idea of the
present invention is not limited to the embodiments, but may
be realized in different forms. The embodiments introduced
herein are provided to sufficiently deliver the spirit of the
present invention to those skilled in the art so that the
disclosed contents may become thorough and complete.

When it is mentioned in the specification that one element
is on another element, it means that a first element may be
directly formed on a second element, or a third element may
be interposed between the first element and the second
element. Further, in the drawings, shapes and sizes are
exaggerated for efficient description of the technical con-
tents.

In the various embodiments of the present invention, the
terms such as first, second, and third are used to describe
various elements, but the elements are not limited to the
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terms. The terms are used only to distinguish one element
from another element. Accordingly, an element mentioned
as a first element in one embodiment may be mentioned as
a second element in another embodiment. The embodiments
described and illustrated herein include their complementary
embodiments. Further, the term “and/or” in the specification
is used to include at least one of the elements enumerated
before and after the term.

In the specification, the terms of a singular form may
include plural forms unless the context clearly indicates
otherwise. Further, the terms such as “including” and “hav-
ing” are used to designate the presence of features, numbers,
steps, elements, or combinations thereof described in the
specification, and shall not be construed to preclude any
possibility of presence or addition of one or more other
features, numbers, steps, elements, or combinations thereof.
Further, in the specification, the term “connection” may be
used to include both indirectly and directly connecting a
plurality of elements.

In addition, in the following description of the present
invention, a detailed description of known functions and
configurations incorporated herein will be omitted when it
may make the subject matter of the present invention
unnecessarily unclear.

Artificial Joint According to First Embodiment

FIG. 1 is a view showing an artificial joint according to a
first embodiment of the present invention, FIGS. 2 and 3 are
views showing a movement of the artificial joint according
to the first embodiment of the present invention, and FIG. 4
is a view showing flexibility of the artificial joint according
to the first embodiment of the present invention.

Referring to FIG. 1, the artificial joint according to the
first embodiment may include a first joint member 100, a
second joint member 200, and at least one of first to fourth
main strings 310, 320, 330, and 340. Hereinafter, the
description will be given for each component.

The first joint member 100 may include at least one of a
first bone frame 110, a first-first branch 120, and a first-
second branch 130. The first-first branch 120 and the first-
second branch 130 may be branched to both sides from the
first bone frame 110. In other words, the first joint member
100 may have a configuration in which the first-first branch
120 and the first-second branch 130 branch are branched to
both sides with respect to the first bone frame 110. For
example, the first-first branch 120 and the first-second
branch 130 may be branched from one longitudinal end of
the first bone frame 110. Accordingly, the first joint member
100 may have a Y-shape.

The second joint member 200 may include at least one of
a second bone frame 210, a second-first branch 220, and a
second-second branch 230. The second-first branch 220 and
the second-second branch 230 may be branched to both
sides from the second bone frame 210. In other words, the
second joint member 220 may have a configuration in which
the second-first branch 220 and the second-second branch
230 are branched to both sides with respect to the second
bone frame 210. For example, the second-first branch 220
and the second-second branch 230 may be branched from
one longitudinal end of the second bone frame 210. Accord-
ingly, the second joint member 200 may have a Y-shape.

A first virtual line IL, configured to connect one end of the
second-first branch 220 to one end of the second-second
branch 230 and a second virtual line IL, configured to
connect one end of the first-first branch 120 to one end of the
first-second branch 130 may cross each other. Accordingly,
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the first joint member 100 and the second joint member 200
may face each other, such that a space between the first-first
branch 120 and the first-second branch 130 and a space
between the second-first branch 220 and the second-second
branch 230 are arranged to cross each other. For example,
the first virtual line IL.; configured to connect the one end of
the second-first branch 220 to the one end of the second-
second branch 230 and the second virtual line IL., configured
to connect the one end of the first-first branch 120 to the one
end of the first-second branch 130 may cross each other at
90 degrees when viewed in an X-axis direction.

The first to fourth main strings 310, 320, 330, and 340
may connect the first and second joint members 100 and 200
to each other. In this case, the first main string 310 and the
fourth main string 340 may be parallel to each other. In
addition, the second main string 320 and the third main
string 330 may be parallel to each other. As used herein, the
term “parallel” may refer to a concept that includes “sub-
stantially parallel” as well as “theoretically parallel”.

In detail, the first main string 310 may connect one side
of the first-first branch 120 to one side of the second-first
branch 220. The second main string 320 may connect the
one side of the first-first branch 120 to one side of the
second-second branch 230. The third main string 330 may
connect one side of the first-second branch 130 to the one
side of the second-first branch 220. The fourth main string
340 may connect the one side of the first-second branch 130
to the one side of the second-second branch 230.

Accordingly, one end of the first main string 310 and one
end of the second main string 320 may be connected to the
one side of the first-first branch 120. For example, the one
end of the first main string 310 and the one end of the second
main string 320 may be connected to the same node on the
one side of the first-first branch 120. An opposite end of the
first main string 310 and one end of the third main string may
be connected to the one side of the second-first branch 220.
For example, the opposite end of the first main string 310
and the one end of the third main string may be connected
to the same node on the one side of the second-first branch
220. An opposite end of the third main string and one end of
the fourth main string 340 may be connected to the one side
of the first-second branch 130. For example, the opposite
end of the third main string and the one end of the fourth
main string 340 may be connected to the same node on the
one side of the first-second branch 130. An opposite end of
the fourth main string 340 and an opposite end of the second
main string 320 may be connected to the one side of the
second-second branch 230. For example, the opposite end of
the fourth main string 340 and the opposite end of the second
main string 320 may be connected to the same node on the
one side of the second-second branch 230.

Accordingly, the first to fourth main strings 310, 320, 330,
and 340 may form a parallelogram when viewed in the
X-axis direction which is a longitudinal direction of the first
and second joint members 100 and 200. As used herein, the
term “parallelogram” may refer to a concept that includes a
substantial parallelogram as well as a theoretical parallelo-
gram.

In addition, the first to fourth main strings 310, 320, 330,
and 340 may have the same tension. In this case, when no
external force is applied to the first joint member 100 and the
second joint member 200, as shown in FIG. 1, the first joint
member 100 and the second joint member 200 may be
parallel to each other in an initial state.

According to one embodiment, the first to fourth main
strings 310, 320, 330, and 340 may be fixed by a wire sleeve
(not shown). The wire sleeve (not shown) may be formed on

30

40

45

8

an outer side of the first-first branch 120, the first-second
branch 130, the second-first branch 220, and the second-
second branch 230. In addition, the first-first branch 120, the
first-second branch 130, the second-first branch 220, and the
second-second branch 230 may have through-holes (not
shown) at portions where the first to fourth main strings 310,
320, 330, and 340 are connected. Accordingly, the first to
fourth main strings 310, 320, 330, and 340 may pass through
the through-holes (not shown) and may be fixed by the wire
sleeves (not shown).

According to one embodiment, the first to fourth main
strings 310, 320, 330, and 340 may be formed of a material
having elasticity. For example, the first to fourth main
strings 310, 320, 330, and 340 may be formed of polyeth-
ylene (PE), nylon, or the like. Accordingly, the first to fourth
main strings 310, 320, 330, and 340 may have flexibility in
a long-axis direction. In addition, a degree of elasticity of the
first to fourth main strings 310, 320, 330, and 340 may be
adjusted. Accordingly, the artificial joint with adjustable
flexibility, which will be described below, may be provided.

Referring to FIGS. 2 and 3, the first joint member 100
may have two rotational degrees of freedom with respect to
the second joint member 200. In other words, relative
rotation may be possible between the first joint member 100
and the second joint member 200 with the two rotational
degrees of freedom. Hereinafter, for convenience of expla-
nation, it is assumed that the first joint member 100 is a
rotary joint member, and the second joint member 200 is a
fixed joint member. On the contrary, the second joint mem-
ber 200 may be the rotary joint member, and the first joint
member 100 may be the fixed joint member. Hereinafter, the
description will be given for each rotational degree of
freedom.

Referring to FIG. 2, the first joint member 100 may be
able to perform pitch rotation P, with respect to the second
joint member 200 when viewing the first joint member 100
and/or the second joint member 200 in the longitudinal
direction (X-axis direction). In other words, when viewing a
section S from the view point of an observer V, the first joint
member 100 may rotate with respect to the second joint
member 200. When viewing from another point of view, the
pitch rotation may represent that the first joint member 100
rotates about the first virtual line 1L, in a clockwise or
counterclockwise direction.

In the case where the first joint member 100 performs the
pitch rotation P, with respect to the second joint member
200 when viewing the first joint member 100 and/or the
second joint member 200 in the longitudinal direction
(X-axis direction), the first-first branch 120 or the first-
second branch 130 may pass through a virtual surface
defined by the space between the second-first branch 220
and the second-second branch 230. For example, as shown
as portion A in FIG. 2, when the first joint member 100
rotates about the first virtual line IL| in the counterclockwise
direction, the first-first branch 120 may pass through the
virtual surface defined by the space between the second-first
branch 220 and the second-second branch 230. Due to
geometric shapes of the first joint member 100 and the
second joint member 200, a large rotation angle may be
provided in a pitch direction.

Referring to FIG. 3, the first joint member 100 may be
able to perform yaw rotation Yz with respect to the second
joint member 200 when viewing the first joint member 100
and/or the second joint member 200 in the longitudinal
direction (X-axis direction). In other words, when viewing
the section S from the view point of the observer V, the first
joint member 100 may rotate with respect to the second joint
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member 200. When viewing from another point of view, the
yaw rotation may represent that the first joint member 100
rotates about the second virtual line IL., in the clockwise or
counterclockwise direction.

In the case where the first joint member 100 performs the
yaw rotation Y z with respect to the second joint member 200
when viewing in the longitudinal direction (X-axis direc-
tion) of the first joint member 100 and/or the second joint
member 200, the second-first branch 220 or the second-
second branch 230 may pass through a virtual surface
defined by the space between the first-first branch 120 and
the first-second branch 130. As described above, due to the
geometric shapes of the first joint member 100 and the
second joint member 200, a large rotation angle may be
provided in a yaw direction.

Referring to FIG. 4, the artificial joint according to the
first embodiment may have flexibility X in at least one of
a roll direction Rr and a long-axis direction (X-axis direc-
tion) of the first bone frame 110 and the second bone frame
210. According to one embodiment, the roll direction Rr
may be a clockwise or counterclockwise direction when
viewing in the longitudinal direction (X-axis direction) of
the first joint member 100 and/or the second joint member
200.

In other words, the artificial joint according to the first
embodiment may have flexibility with respect to a force
pushing or pulling the first joint member 100 and the second
joint member 200 in the longitudinal direction. In addition,
the artificial joint according to the first embodiment may
have flexibility with respect to a force pushing or pulling in
a translational Z-axis direction and a translational Y-axis
direction. Further, the artificial joint according to the first
embodiment may have flexibility in the case of twisting the
first joint member 100 and the second joint member 200.

Accordingly, the artificial joint according to the first
embodiment of the present invention has been described. As
described above, the artificial joint according to the first
embodiment of the present invention may provide rotational
degrees of freedom in the pitch direction and the yaw
direction, and the artificial joint may have the flexibility in
other directions due to flexibility of the main strings.

Hereinafter, artificial joints according to second to fifth
embodiments, which further include a sub-string as com-
pared with the artificial joint according to the first embodi-
ment, will be described. The sub-string may generate a
rotational trajectory to provide rotational characteristics to
the artificial joint. In particular, unique rotation character-
istics such as the number of degrees of freedom and the
rotation trajectory may be provided according to the number
of sub-strings, a connection position of the sub-string, and a
tension of the sub-string.

First, the artificial joint according to the second embodi-
ment including first and second sub-strings will be described
with reference to FIGS. 5 to 7.

Artificial Joint According to Second Embodiment

FIG. 5 is a view showing an artificial joint according to a
second embodiment of the present invention, FIG. 6 is a
view showing a movement of the artificial joint according to
the second embodiment of the present invention, and FIG. 7
is a view showing flexibility of the artificial joint according
to the second embodiment of the present invention.

Referring to FIG. 5, compared to the artificial joint
according to the first embodiment described with reference
to FIG. 1, the artificial joint according to the second embodi-
ment may further include at least one of first and second
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sub-strings 410 and 420. Accordingly, the detailed descrip-
tions of the first joint member 100, the second joint member
200, and the first to fourth main strings 310, 320, 330, and
340 will be omitted.

According to one embodiment, the first sub-string 410
may connect one side of the first bone frame 110 to the one
side of the second-first branch 220. In more detail, the first
sub-string 410 may be connected to one end of the first bone
frame 100. In addition, an opposite end of the first sub-string
410 may be connected to the same node as the first and third
main strings 310 and 330. According to one embodiment,
the second sub-string 420 may connect the one side of the
first bone frame 110 to the one side of the second-second
branch 220. In more detail, the second sub-string 420 may
be connected to the one end of the first bone frame 100. In
addition, an opposite end of the second sub-string 420 may
be connected to the same node as the second and fourth main
strings 320 and 340.

A tension of the first or second sub-string 410 or 420 may
be the same as a tension of at least one of the first to fourth
main strings 310, 320, 330, and 340. For example, the
tension of the first or second sub-string 410 or 420 may be
the same as the tension of each of the first to fourth main
strings 310, 320, 330, and 340.

Referring to FIG. 6, unlike the artificial joint according to
the first embodiment described with reference to FIG. 1, in
the artificial joint according to the second embodiment, the
first joint member 100 may have one rotational degree of
freedom with respect to the second joint member 200. In
detail, the first joint member 100 may perform the pitch
rotation P, with respect to the second joint member 200
when viewing the first joint member 100 and/or the second
joint member 200 in the longitudinal direction (X-axis
direction).

In other words, compared to the artificial joint according
to the first embodiment, the artificial joint according to the
second embodiment further includes the first and second
sub-strings 410 and 420, each having a tension which is the
same as the tension of each of the first to fourth main strings
310, 320, 330, and 340, so that the yaw rotation Y of the
first joint member 100 with respect to the second joint
member 200 may be limited, while the pitch rotation P, of
the first joint member 100 with respect to the second joint
member 200 may be performed.

Referring to FIG. 7, the artificial joint according to the
second embodiment may have flexibility in at least one of
the yaw direction Y, the roll direction Rr, and the long-axis
direction X of the first bone frame 110 and the second bone
frame 210 when viewing the first joint member 100 and/or
the second joint member 200 in the longitudinal direction
(X-axis direction).

In other words, the artificial joint according to the second
embodiment may have flexibility with respect to the force
pushing or pulling the first joint member 100 and the second
joint member 200 in the longitudinal direction. In addition,
the artificial joint according to the second embodiment may
have flexibility with respect to the force pushing or pulling
in the translational Z-axis direction and the translational
Y-axis direction. Further, the artificial joint according to the
second embodiment may have flexibility in the case of
pushing or pulling the first joint member 100 and the second
joint member 200 in a y-axis direction shown in FIG. 7.

As described above, the artificial joint according to the
second embodiment of the present invention may provide a
rotational degree of freedom in the pitch direction, and the
artificial joint may have the flexibility in other directions due
to the flexibility of the main strings.
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Accordingly, the artificial joint according to the second
embodiment of the present invention has been described.
Hereinafter, the artificial joints according to the third and
fourth embodiments in which the number of rotational
degrees of freedom varies according to an angle between the
first joint member 100 and the second joint member 200 will
be described with reference to FIGS. 8 to 19.

Artificial Joint According to Third Embodiment

FIG. 8 is a view showing an artificial joint according to a
third embodiment of the present invention.

Referring to FIG. 8, compared to the artificial joint
according to the first embodiment described with reference
to FIG. 1, the artificial joint according to the third embodi-
ment may further include at least one of third and fourth
sub-strings 430 and 440. Accordingly, the detailed descrip-
tions of the first joint member 100, the second joint member
200, and the first to fourth main strings 310, 320, 330, and
340 will be omitted.

According to one embodiment, the third sub-string 430
may connect one side of the first bone frame 110 to the one
side of the second-first branch 220. In more detail, the third
sub-string 430 may be connected to one end of the first bone
frame 100. In addition, an opposite end of the third sub-
string 430 may be connected to the same node as the first and
third main strings 310 and 330. According to one embodi-
ment, the fourth sub-string 440 may connect the one side of
the first bone frame 110 to the one side of the second-second
branch 220. In more detail, the fourth sub-string 440 may be
connected to the one end of the first bone frame 100. In
addition, an opposite end of the fourth sub-string 440 may
be connected to the same node as the second and fourth main
strings 320 and 340.

In other words, the third and fourth sub-strings 430 and
440 may be the same as the first and second sub-strings 410
and 420 described with reference to FIG. 5.

However, a tension of the third or fourth sub-string 430 or
440 may be smaller than the tension of at least one of the first
to fourth main strings 310, 320, 330, and 340. For example,
the tension of the third or fourth sub-string 430 or 440 may
be smaller than the tension of each of the first to fourth main
strings 310, 320, 330, and 340. Accordingly, the artificial
joint according to the third embodiment may have a different
number of rotational degrees of freedom according to an
angle formed by the first joint member 100 and the second
joint member 200.

FIG. 9 is a view showing a movement of the artificial joint
according to the third embodiment of the present invention
when a pitch direction angle of the artificial joint is smaller
than a reference, and FIG. 10 is a view showing flexibility
of the artificial joint according to the third embodiment of
the present invention when the pitch direction angle of the
artificial joint is smaller than the reference.

Referring to FIG. 9, the artificial joint according to the
third embodiment may have two rotational degrees of free-
dom for the pitch rotation P and the yaw rotation Y when
a pitch direction angle of the first joint member 100 with
respect to the second joint member 200 is smaller than a
predetermined reference. According to one embodiment, the
pitch direction angle may refer to an angle formed by the
first joint member 100 and the second joint member 200
when the first joint member 100 rotates about the first virtual
line IL; in the clockwise or counterclockwise direction.

In other words, since the tension of the third or fourth
sub-string 430 or 440 is smaller than the tension of each of
the first to fourth main strings 310, 320, 330, and 340, that
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is, since the third and fourth sub-strings 430 and 440 are
loose, the artificial joint according to the third embodiment
may have degrees of freedom for the yaw rotation Y, as well
as the pitch rotation P, unlike the artificial joint according to
the second embodiment described with reference to FIG. 6.

Referring to FIG. 10, the artificial joint according to the
third embodiment may have flexibility X in the roll direc-
tion Rr and the long-axis direction of the first bone frame
and the second bone frame when the pitch direction angle of
the first joint member 100 with respect to the second joint
member 200 is smaller than the predetermined reference. In
addition, the artificial joint according to the third embodi-
ment may have flexibility with respect to the force pushing
or pulling in the translational Z-axis direction and the
translational Y-axis direction.

In other words, the artificial joint according to the third
embodiment may have flexibility in the case of pulling,
pushing, and twisting the first joint member 100 and the
second joint member 200 when the pitch direction angle of
the first joint member 100 with respect to the second joint
member 200 is smaller than the predetermined reference.

FIG. 11 is a view showing a movement of the artificial
joint according to the third embodiment of the present
invention when the pitch direction angle of the artificial joint
is larger than the reference, and FIG. 12 is a view showing
flexibility of the artificial joint according to the third
embodiment of the present invention when the pitch direc-
tion angle of the artificial joint is larger than the reference.

Referring to FIG. 11, the artificial joint according to the
third embodiment may have one rotational degree of free-
dom for the pitch rotation P, when the pitch direction angle
of'the first joint member 100 with respect to the second joint
member 200 is larger than the predetermined reference. For
example, when the pitch direction angle of the first joint
member 100 with respect to the second joint member 200 is
90 degrees, the first joint member 100 may have one
rotational degree of freedom for the pitch rotation Py.

In detail, as the pitch direction angle of the first joint
member 100 with respect to the second joint member 200
increases, the tensions of the third and fourth sub-strings 430
and 440 may be increased. As the tensions of the third and
fourth sub-strings 430 and 440 increases, in the artificial
joint according to the third embodiment, the yaw rotation Y
of'the first joint member 100 with respect to the second joint
member 200 may be limited, while the pitch rotation P, of
the first joint member 100 with respect to the second joint
member 200 may be performed.

Referring to FIG. 12, when the pitch direction angle of the
first joint member 100 with respect to the second joint
member 200 is larger than the predetermined reference, the
artificial joint according to the third embodiment may have
the flexibility X in the yaw direction Y, the roll direction
Rr, and the long-axis direction of the second bone frame 210
based on the longitudinal direction of the first joint member
100 (z-axis direction in FIG. 12). In addition, the artificial
joint according to the third embodiment may have flexibility
with respect to the force pushing or pulling in the transla-
tional Z-axis direction and the translational Y-axis direction.

As described above, the artificial joint according to the
third embodiment of the present invention may provide the
rotational degrees of freedom in the pitch direction and the
yaw direction when the pitch direction angle is smaller than
the reference, and the artificial joint may have the flexibility
in other directions due to the flexibility of the main strings.
In addition, the artificial joint according to the third embodi-
ment of the present invention may provide the rotational
degree of freedom in the pitch direction when the pitch
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direction angle is larger than the reference, and the artificial
joint may have the flexibility in other directions due to the
flexibility of the main strings.

Artificial Joint According to Fourth Embodiment

FIG. 13 is a view showing an artificial joint according to
a fourth embodiment of the present invention.

Referring to FIG. 13, compared to the artificial joint
according to the first embodiment described with reference
to FIG. 1, the artificial joint according to the fourth embodi-
ment may further include at least one of fifth and sixth
sub-strings 450 and 460. Accordingly, the detailed descrip-
tions of the first joint member 100, the second joint member
200, and the first to fourth main strings 310, 320, 330, and
340 will be omitted.

According to one embodiment, the fifth sub-string 450
may connect the one side of the first-first branch 120, for
example, a middle portion of the first-first branch 120 to a
middle portion of the second-first branch 220. According to
one embodiment, the sixth sub-string 460 may connect the
one side of the first-first branch 120, for example, the middle
portion of the first-first branch 120 to a middle portion of the
second-second branch 230.

In this case, a tension of the fifth or sixth sub-string 450
or 460 may be smaller than the tension of at least one of the
first to fourth main strings 310, 320, 330, and 340. For
example, the tension of the fifth or sixth sub-string 450 or
460 may be smaller than the tension of each of the first to
fourth main strings 310, 320, 330, and 340. Accordingly, the
artificial joint according to the fourth embodiment may have
a different number of rotational degrees of freedom accord-
ing to the angle formed by the first joint member 100 and the
second joint member 200.

FIG. 14 is a view showing a movement of the artificial
joint according to the fourth embodiment of the present
invention when a pitch direction angle of the artificial joint
is smaller than a reference, and FIG. 15 is a view showing
flexibility of the artificial joint according to the fourth
embodiment of the present invention when the pitch direc-
tion angle of the artificial joint is smaller than the reference.

Referring to FIG. 14, the artificial joint according to the
fourth embodiment may have two rotational degrees of
freedom for the pitch rotation Py and the yaw rotation Y
when a pitch direction angle of the first joint member 100
with respect to the second joint member 200 is smaller than
the predetermined reference. According to one embodiment,
the pitch direction angle may refer to an angle formed by the
first joint member 100 and the second joint member 200
when the first joint member 100 rotates about the first virtual
line I, in a z-axis direction shown in FIG. 14.

In other words, since the tension of the fifth or sixth
sub-string 450 or 460 is smaller than the tension of each of
the first to fourth main strings 310, 320, 330, and 340, the
artificial joint according to the fourth embodiment may
perform the yaw rotation Y as well as the pitch rotation P
unlike the artificial joint according to the second embodi-
ment described with reference to FIG. 6.

Referring to FIG. 15, the artificial joint according to the
fourth embodiment may have flexibility X, in the roll
direction Rr and the long-axis direction of the first bone
frame 110 and the second bone frame 210 when the pitch
direction angle of the first joint member 100 with respect to
the second joint member 200 is smaller than the predeter-
mined reference. In addition, the artificial joint according to
the fourth embodiment may have flexibility with respect to
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the force pushing or pulling in the translational Z-axis
direction and the translational Y-axis direction.

For the case where the pitch direction angle is smaller
than the predetermined reference, the artificial joint accord-
ing to the fourth embodiment described with reference to
FIGS. 14 and 15 may be operated in the same way as a case
of the artificial joint according to the third embodiment
described with reference to FIGS. 9 and 10 when the pitch
direction angle is smaller than the predetermined reference,
and may have the same number of flexibility as the above
case.

However, in the artificial joint according to the fourth
embodiment, when the pitch direction angle of the first joint
member 100 with respect to the second joint member 200 is
larger than the reference, the degrees of freedom may vary
according to the pitch direction as well as the pitch direction
angle. Hereinafter, a case in which a pitch direction rotation
angle is larger than the reference and a pitch rotation
direction is the counterclockwise direction will be described
with reference to FIGS. 16 and 17, and a case in which the
pitch direction rotation angle is larger than the reference and
the pitch rotation direction is the clockwise direction will be
described with reference to FIGS. 18 and 19.

FIG. 16 is a view showing a movement of the artificial
joint according to the fourth embodiment of the present
invention when the pitch direction angle of the artificial joint
is larger than the reference and a pitch rotation direction is
a counterclockwise direction, and FIG. 17 is a view showing
flexibility of the artificial joint according to the fourth
embodiment of the present invention when the pitch direc-
tion angle of the artificial joint is larger than the reference
and the pitch rotation direction is the counterclockwise
direction.

Referring to FIG. 16, the artificial joint according to the
fourth embodiment may have one rotational degree of
freedom for the pitch rotation P, when the pitch direction
angle of the first joint member 100 with respect to the second
joint member 200 is larger than the predetermined reference
and the pitch direction is the counterclockwise direction
(e.g., 90 degrees). In this case, while the first joint member
100 may perform the pitch rotation with respect to the
second joint member 200, the tensions of the fifth and sixth
sub-strings 450 and 460 may become larger than the pre-
determined reference. Accordingly, the rotation in the yaw
direction is limited.

According to one embodiment, when the pitch direction is
referred to as a counterclockwise direction, it may signify
that the first joint member 100 rotates with respect to the
second joint member 200 about the first virtual line IL |,
which is arranged in the Y-axis direction shown in FIG. 16,
in the counterclockwise direction.

In detail, as the pitch direction angle of the first joint
member 100 with respect to the second joint member 200
increases in the counterclockwise direction, the tensions of
the fifth and sixth sub-strings 450 and 460 may be increased.
In particular, the tensions of the fifth and sixth sub-strings
450 and 460 may be increased when the pitch direction angle
is larger than the predetermined reference and the pitch
direction is the counterclockwise direction.

Accordingly, in the artificial joint according to the fourth
embodiment, the yaw rotation Y, of the first joint member
100 with respect to the second joint member 200 may be
limited, while the pitch rotation P, of the first joint member
100 with respect to the second joint member 200 may be
performed.

Referring to FIG. 17, the artificial joint according to the
fourth embodiment may have the flexibility X in the yaw
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direction Y, the roll direction Rr, and the long-axis direc-
tion of the second bone frame 210 based on the longitudinal
direction of the first joint member 100 when the pitch
direction angle of the first joint member 100 with respect to
the second joint member 200 is larger than the predeter-
mined reference and the pitch direction is the counterclock-
wise direction.

FIG. 18 is a view showing a movement of the artificial
joint according to the fourth embodiment of the present
invention when the pitch direction angle of the artificial joint
is larger than the reference and the pitch direction is a
clockwise direction, and FIG. 19 is a view showing flex-
ibility of the artificial joint according to the fourth embodi-
ment of the present invention when the pitch direction angle
of'the artificial joint is larger than the reference and the pitch
direction is the clockwise direction.

Referring to FIG. 18, the artificial joint according to the
fourth embodiment may have two rotational degrees of
freedom for the pitch rotation Py and the yaw rotation Y
when the pitch direction rotation angle of the first joint
member 100 with respect to the second joint member 200 is
larger than the predetermined reference and the pitch rota-
tion direction is the clockwise direction. According to one
embodiment, when the pitch direction is referred to as a
clockwise direction, it may signify that the first joint mem-
ber 100 rotates with respect to the second joint member 200
about the first virtual line IL,, which is arranged in the
Y-axis direction shown in FIG. 18, in the clockwise direc-
tion.

In detail, as the pitch direction angle of the first joint
member 100 with respect to the second joint member 200
increases in the clockwise direction, the tensions of the fifth
and sixth sub-strings 450 and 460 may still remain loose.

Accordingly, in the artificial joint according to the fourth
embodiment, as described with reference to FIG. 14, the first
joint member 100 may have two rotational degrees of
freedom for the pitch rotation Py and the yaw rotation Y
with respect to the second joint member 200.

Referring to FIG. 19, the artificial joint according to the
fourth embodiment may have the flexibility in the roll
direction Rr and the long-axis direction X of the second
bone frame 210 based on the longitudinal direction of the
first joint member 100 when the pitch direction rotation
angle of the first joint member 100 with respect to the second
joint member 200 is larger than the predetermined reference
and the pitch rotation direction is the clockwise direction. As
described above, the artificial joint according to the fourth
embodiment may also have the flexibility in the translational
Z-axis direction and the translational Y-axis direction.

As described above, the artificial joint according to the
fourth embodiment of the present invention may provide the
rotational degrees of freedom in the pitch direction and the
yaw direction when the pitch direction angle is smaller than
the reference, and the artificial joint may have the flexibility
in other directions due to the flexibility of the main strings.
In addition, the artificial joint according to the fourth
embodiment of the present invention may provide the rota-
tional degree of freedom in the pitch direction when the
pitch direction angle is larger than the reference and the
pitch direction is the counterclockwise direction, that is,
when the rotation is performed in a direction of a branch that
is not connected to a sub-string. Further, the artificial joint
according to the fourth embodiment of the present invention
may provide the rotational degrees of freedom in the pitch
direction and the yaw direction when the pitch direction
angle is larger than the reference and the pitch direction is
the clockwise direction, that is, when the rotation is per-
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formed in a direction of a branch that is connected to a
sub-string, and the artificial joint may have the flexibility in
other directions due to the flexibility of the main strings.

Accordingly, the artificial joints according to the third and
fourth embodiments in which the number of rotational
degrees of freedom varies according to the angle between
the first joint member 100 and the second joint member 200
have been described. Hereinafter, the artificial joint accord-
ing to the fitth embodiment having a degree of freedom in
pitch in a diagonal direction will be described with reference
to FIGS. 20 to 23.

Artificial Joint According to Fifth Embodiment

FIG. 20 is a view showing an artificial joint according to
a fifth embodiment of the present invention, FIG. 21 is a
perspective view showing a movement of the artificial joint
according to the fifth embodiment of the present invention,
FIG. 22 is a front view showing the movement of the
artificial joint according to the fifth embodiment of the
present invention, and FIG. 23 is a view showing flexibility
of'the artificial joint according to the fifth embodiment of the
present invention.

Referring to FIG. 20, compared to the artificial joint
according to the first embodiment described with reference
to FIG. 1, the artificial joint according to the fifth embodi-
ment may further include at least one of seventh and eighth
sub-strings 470 and 480. Accordingly, the detailed descrip-
tions of the first joint member 100, the second joint member
200, and the first to fourth main strings 310, 320, 330, and
340 will be omitted.

According to one embodiment, the seventh sub-string 470
may connect the middle portion of the first-first branch 120
to the middle portion of the second-second branch 230.
According to one embodiment, the eighth sub-string 480
may connect a middle portion of the first-second branch 130
to the middle portion of the second-first branch 220.

Referring to FIGS. 21 and 22, in the artificial joint
according to the fifth embodiment, the first joint member
100 may have one rotational degree of freedom for the pitch
rotation P, with respect to the second joint member 200. In
this case, the artificial joint according to the fifth embodi-
ment includes the seventh and eighth sub-strings 470 and
480, so that the rotational degree of freedom for the pitch
rotation P, may be provided in a diagonal direction when
viewed in an X-axis. Accordingly, the artificial joint accord-
ing to the fifth embodiment may provide a wider movement
as compared with the case where the rotational degree of
freedom for the pitch rotation P, is provided in a linear
direction. In another point of view, the artificial joint accord-
ing to the fitth embodiment may provide a movement similar
to a movement of an elbow of a human body.

Referring to FIG. 23, in the artificial joint according to the
fifth embodiment, the first joint member 100 may have
flexibility with respect to the second joint member 200 in the
yaw direction Yy, the roll direction Rr, and the long-axis
direction X of the first bone frame and the second bone
frame.

According to the embodiment of the present invention,
the artificial joint includes: a first joint member 100 includ-
ing a first bone frame 110, and a first-first branch 120 and a
first-second branch 120 branched to both sides from the first
bone frame 110; a second joint member 200 including a
second bone frame 210, and a second-first branch 220 and
a second-second branch 230 branched to both sides from the
second bone frame 210; a first main string 310 configured to
connect one side of the first-first branch 120 to one side of
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the second-first branch 220; a second main string 320
configured to connect the one side of the first-first branch
120 to one side of the second-second branch 230; a third
main string 330 configured to connect one side of the
first-second branch 130 to the one side of the second-first
branch 220; and a fourth main string 340 configured to
connect the one side of the first-second branch 130 to the one
side of the second-second branch 230. Accordingly, friction
between members can be reduced so as to provide an
artificial joint that can be used for a long time without
abrasion.

In addition, according to the embodiment of the present
invention, the artificial joint may further include: first and
third sub-strings 410 and 430 configured to connect one side
of the first bone frame 110 to the one side of the second-first
branch 220; second and fourth sub-strings 420 and 440
configured to connect the one side of the first bone frame to
the one side of the second-second branch 230; a fifth
sub-string 450 configured to connect the one side of the
first-first branch 120 to a middle portion of the second-first
branch 220; a sixth sub-string 460 configured to connect the
one side of the first-first branch 120 to a middle portion of
the second-second branch 230; a seventh sub-string 470
configured to connect a middle portion of the first-first
branch 120 to a middle portion of the second-second branch
230; and an eight sub-string 480 configured to connect a
middle portion of the first-second branch 130 to a middle
portion of the second-first branch 220, wherein a tension of
each of the third to sixth sub-strings 430, 440, 450, 460, and
470 may be smaller than a tension of at least one of the first
to fourth main strings 310, 320, 330, and 340. Accordingly,
an artificial joint capable of generating various rotary joints
can be provided.

Further, the artificial joint according to the embodiments
of the present invention may be utilized in a human joint, a
robot joint, and the like. In other words, the artificial joint
may be utilized as a joint mechanism.

Although the exemplary embodiments of the present
invention have been described in detail as described above,
the scope of the present invention is not limited to a specific
embodiment, and should be interpreted by the appended
claims. Further, it should be understood by those skilled in
the art to which the invention pertains that various changes
and modifications can be made without departing from the
scope of the present invention.

INDUSTRIAL APPLICABILITY

The artificial joint according to the embodiment of the
present invention may be applied to fields associated with
robots, rehabilitation devices, and the like in which a rotary
joint that requires flexibility is used.

The invention claimed is:

1. An artificial joint comprising:

a first joint member including a first bone frame, and a
first-first branch and a first-second branch branched to
both sides from the first bone frame;

a second joint member including a second bone frame,
and a second-first branch and a second-second branch
branched to both sides from the second bone frame;

a first main string configured to connect one side of the
first-first branch to one side of the second-first branch;

a second main string configured to connect the one side of
the first-first branch to one side of the second-second
branch;
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a third main string configured to connect one side of the
first-second branch to the one side of the second-first
branch; and

a fourth main string configured to connect the one side of
the first-second branch to the one side of the second-
second branch.

2. The artificial joint of claim 1, wherein the first main
string and the fourth main string are parallel to each other,
and

the second main string and the third main string are
parallel to each other.

3. The artificial joint of claim 2, wherein the first joint
member has two rotational degrees of freedom with respect
to the second joint member.

4. The artificial joint of claim 3, wherein the first joint
member is able to perform pitch rotation with respect to the
second joint member when viewing the second joint member
in a longitudinal direction.

5. The artificial joint of claim 3, wherein the first joint
member is able to perform yaw rotation with respect to the
second joint member when viewing the second joint member
in a longitudinal direction.

6. The artificial joint of claim 2, further comprising:

a first sub-string configured to connect one side of the first
bone frame to the one side of the second-first branch;
and

a second sub-string configured to connect the one side of
the first bone frame to the one side of the second-
second branch.

7. The artificial joint of claim 6, wherein the first joint
member has one rotational degree of freedom with respect to
the second joint member.

8. The artificial joint of claim 7, wherein the first joint
member is able to perform pitch rotation with respect to the
second joint member when viewing the second joint member
in a longitudinal direction.

9. The artificial joint of claim 7, wherein the artificial joint
has flexibility in at least one of a yaw direction, a roll
direction, and a long-axis direction of the first bone frame
and the second bone frame when viewing the second joint
member in a longitudinal direction.

10. The artificial joint of claim 2, further comprising:

a third sub-string configured to connect one side of the
first bone frame to the one side of the second-first
branch; and

a fourth sub-string configured to connect the one side of
the first bone frame to the one side of the second-
second branch,

wherein a tension of the third or fourth sub-string is
smaller than a tension of at least one of the first to
fourth main strings.

11. The artificial joint of claim 10, wherein the artificial
joint has a different number of rotational degrees of freedom
according to a pitch direction angle between the first joint
member and the second joint member when viewing the
second joint member in a longitudinal direction.

12. The artificial joint of claim 11, wherein the first joint
member has two degrees of freedom for pitch rotation and
yaw rotation with respect to the second joint member when
the pitch direction angle is smaller than a predetermined
reference.

13. The artificial joint of claim 12, wherein the first joint
member has flexibility with respect to the second joint
member in a roll direction and a long-axis direction of the
first bone frame and the second bone frame.

14. The artificial joint of claim 11, wherein the first joint
member has one degree of freedom for pitch rotation with
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respect to the second joint member when the pitch direction
angle is larger than a predetermined reference.

15. The artificial joint of claim 14, wherein the first joint
member has flexibility with respect to the second joint
member in a yaw direction, a roll direction, and a long-axis
direction of the second bone frame when viewing the second
joint member in the longitudinal direction.

16. The artificial joint of claim 2, further comprising:

a fifth sub-string configured to connect the one side of the
first-first branch to a middle portion of the second-first
branch; and

a sixth sub-string configured to connect the one side of the
first-first branch to a middle portion of the second-
second branch,

wherein a tension of the fifth or sixth sub-string is smaller
than a tension of at least one of the first to fourth main
strings.

17. The artificial joint of claim 16, wherein a rotational
degree of freedom is reduced in a case where the first joint
member performs pitch rotation more than a predetermined
reference with respect to the second joint member in a
direction of the first-second branch when viewing the second
joint member in a longitudinal direction.

18. The artificial joint of claim 2, further comprising:

a seventh sub-string configured to connect a middle

portion of the first-first branch to a middle portion of
the second-second branch; and
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an eight sub-string configured to connect a middle portion
of the first-second branch to a middle portion of the
second-first branch,

wherein the artificial joint has a degree of freedom in pitch

in a diagonal direction.

19. The artificial joint of claim 1, further comprising a
sub-string,

wherein the sub-string provides a rotational characteristic

between the first joint member and the second joint
member.

20. The artificial joint of claim 1, wherein the artificial
joint has flexibility in at least one of a roll direction and a
long-axis direction of the first bone frame and the second
bone frame when viewing the second joint member in a
longitudinal direction.

21. The artificial joint of claim 1, wherein a first virtual
line configured to connect one end of the second-first branch
to one end of the second-second branch and a second virtual
line configured to connect one end of the first-first branch to
one end of the first-second branch cross each other.

22. The artificial joint of claim 1, wherein in a case where
the first joint member rotates with respect to the second joint
member in a pitch direction when viewing the second joint
member in a longitudinal direction, the first-first branch or
the first-second branch passes through a virtual surface
defined by a space between the second-first branch and the
second-second branch.
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