New

Every pound you

Steel shell provides significant
weight savings compared to
standard cast drums

m 15%+ weight savings compared to standard

cast drums
u Lighter, stronger design features permanently Evenly distributed high-strength,
bonded steel shell for lightweight durability & ' / cast iron brake liner delivers
‘ superior brake performance
m Designed, cast, and machined for " *f i #

optimal balance and performance

m Backed by nationwide warranty
and the best product support in
the business

WEBB STEEL SHELL DRUM INTERCHANGE

Pilot Webb
Diameter Standard

Webb

Number Centrifuse Meritor

Brake Size

955488 64 15x4 8.78 65548B 90089BK 53-123512-002
95710B' 75 16.5x5 8.78 65710B 600001 53-123816-002
95151B2 76 16.5x5 8.78 65151B 906008 53-123815-002
.| 96875B 89 16.5x 7 9.00 66875F 88797B 53-123566-002
96893B 89 16.5x7 8.53 66893B 87101B 53-123564-002
96864B 89 16.5x7 8.78 66864B 89996B 53-123537-002
968008 93 16.5x 8 8.78 66800B 91792B 53-123535-002
96854B 100 16.5 x 8.62 8.78 66854B 600026 53-123544-002
' Designed for 5.06" hub offset Any reference to OEM name or OEM part numbers is for identificationl on.ly.'

2 Designed for 5.44" hub offset

el
Made in the A

Scan this QR code to get certified
on brake drum selection and
wheel-end installation, and we’ll
send a token of our appreciation.
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www.webbwheel.com :
Contact your local Webb Wheel Products supplier for training that can cut your operating costs! @’

n m ! ©2026 Webb Wheel Products Inc.
/4 A Marmon | Berkshire Hathaway Company July 2026 » SD-138-R18



