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IMPULSE POST-MIX BEVERAGE DISPENSER

PowER CORD

INSTALLATION INSTRUCTIONS

Before connecting electrical power refer to nameplate to verify power require-

ments.

DANGER — To avoid possible serious injury or death the ELCB (earth leakage
circuit breaker) must be installed in the electrical circuit of all 50 Hz units.

WARNING — To avoid possible electrical shock the unit must be electrically
grounded using the green grounding screw provided inside the electrical contrac-

tor box.

CAUTION — The wiring must be properly grounded and connected through a
proper disconnect switch (slow—blow fuse or equivalent HVAC/R circuit breaker).
ALL WIRING MUST CONFORM TO NATIONAL AND LOCAL CODES. MAKE

SURE UNIT IS PROPERLY GROUNDED.
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Impulse Power Cord Installation Instructions

POWER CORD INSTALLATION

1. Remove the following:
* front merchandiser by removing one screw on the top and lifting up
* wires from key switch
* hood by removing one screw on the top and lifting up and forward.

2. Remove second valve from the left to make it easier to route the new cord.

NOTE: The Impulse 2 requires one cord for each refrigeration deck and removing a
valve helps in routing the cord.

3. First route the new cord up
behind the valve panel and
through the cutout in the
pump deck. Use the already
attached wire tie/fastener on
the deck to secure the cord.

Route cord up

. Cord Cutout in
and behind fastener pump deck
valve panel

Plug cord
4. Connect cord to the receptacle on the into
refrigeration deck. receptacle

5. Pull plastic “wire tie” to remove
hitch pin from condenser fan motor
assembly (this pin is only needed
during shipping).

Wire Tie Hitch Pin
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