
 TD 236 2/2/20051

INSTALLATION MANUAL

IMI CORNELIUS INC.
www.cornelius.com

UF-1 CONVERSION FROM LEVER ACTIVATION TO OPTIFILL�

Parts Required

Part Number Description Qty.
1902 Valve head 1
4391 OptiFill� Module 1
4262 Dispense lever, OptiFill� 1
1956 Front Cover 1
317783000 Micro Switch 1

Follow the steps below

1. Disconnect the 24 Volt electrical power to the valves.

2. Remove the front and rear covers from the valve.
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3. Remove the valve from the mounting block (pull out tab).
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4. Remove the bottom plate from the valve by pulling the tabs on the bottom plate.

5. Remove the stainless steel lever from the bottom plate.

6. Remove the U-clip from the flow control module.

7. Remove the wire harness from the valve.

8. Remove the solenoid from the valve and set it aside.

9. Remove the valve head by removing the five screws that attach it to the valve body. Discard the
valve head.

10. Install the new valve head. Locate the metal tab to the front of the valve (make sure springs are in
correct position).

11. Replace the solenoid (terminal tabs on the right-hand side).

12. Install the new Optifill� lever in the bottom plate.

13. Install Microswitch to the pins on the side of the valve.

14. Replace the bottom plate on the valve.

15. Install the long red and black wires from the Optifill� module to the Micro-switch. Connect the
shorter red and white wires to the solenoid. Finally connect the single white wire to the tab on
the dispense lever. Insert plastic connector to top flow control metal retainer.
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16. Slide the Optifill� Module into position by placing the slots on the module to the tabs on the bottom
plate and slide it under the solenoid.

17. Replace the U-Clip and solenoid cover.

18. Replace the valve onto the mounting block.

19. Install the front and rear covers.

20. Insure proper grounding according to Service Bulletin TB97101

21. Follow the programming instructions.


