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Overview 
 
Komodo Eye holds a unique position among critical infrastructure monitoring platforms by unifying IT and OT 
visibility into a single, high-fidelity Network Management System (NMS). 
 
As the industry’s most comprehensive on-premises observability platform, Komodo Eye delivers a true Single 
Pane of Glass spanning Layer 0/1 (physical power/environment) through Layer 7 (application, URL, and grid 
logic).  
 
By natively supporting over 88,000 device models from 8,000 manufacturers, Komodo Eye delivers vendor-
specific depth—detecting millisecond-level microflaps or monitoring nuclear fleet endpoints—without the 
limitations of vendor lock-in. 
 
 
Executive Architecture Summary 
 
Komodo Eye is a Network Management System (NMS) designed for 
criTcal infrastructure environments where downTme, data leakage, 
and ambiguity are unacceptable. The plaUorm delivers unified 
observability across Layer 0/1 (physical power/environment) 
through Layer 7 (applicaTon, URL, and grid logic) within a single 
operaTonal system. 

Architecturally, Komodo Eye ingests atomic telemetry from millions 
of heterogeneous IT and OT assets, normalizes it into a common 
data model, enriches it with geographic and relaTonal context, and 
retains it in a five-year granular data lake. Edge collectors provide 
survivability during connecTvity loss through disk-backed queues, 
intelligent rate limiTng, and automated replay. 
 
All monitored assets could be classified into three infrastructure 
classes: 

• Class 1 — Nodes (Network Infrastructure), which encompasses acTve networking and compute assets 
such as routers, switches, firewalls, and servers that drive the plaUorm’s node-based commercial 
licensing model 

• Class 2 — Physical Plant & Field Area Network, covering essenTal supporTng elements like UPS units, 
recTfiers, baZery plants, environmental sensors, and passive opTcal network (PON) hardware 
monitored at no addiTonal license cost 

• Class 3 — Client & Endpoint Devices, including operaTonal technology endpoints, PLCs, RTUs, 
protecTon relays, and smart meters 

 
This classificaTon model underpins monitoring scope, role-based access control, alerTng behavior, compliance 
reporTng, and reliability analyTcs such as SAIDI and SAIFI. 
 
Komodo Eye is fully API-driven and integrates bidirecTonally with ITSM, SIEM, and automaTon plaUorms. It 
supports Infrastructure-as-Code workflows and is engineered for regulated sectors, including electric uTliTes, 
nuclear operaTons, defense, and public safety—delivering predictable behavior, forensic-grade auditability, and 
operaTonal resilience at naTonal grid scale. 
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Elevator Pitch 
Komodo Eye — Field-Tested at Grid Scale. Air-Gapped by Design. Built for Operator Speed. 
 
Operator Experience & Daily Workflow 
Komodo Eye is built for engineers and operators who live on the platform day in and day out. The system is 
100% browser-based and requires no desktop software or client agents. Users access the system securely 
through a standard web browser, while all data and processing remain fully on premises. 
 
Key workflow advantages include: 

• Instant navigaTon across millions of devices with no page reloads 
• Real-Tme Normal / Warning / CriTcal health indicators 
• Consistent workflows across sites, technologies, and vendors 

 
This approach minimizes training overhead while maximizing situational awareness for NOC, field, and 
engineering teams. These workflows are optimized for three primary user personas—Operations, Engineering, 
and Executive leadership—each of which is described in detail later in this document. 
 
The Industry Challenge 
 
Critical-infrastructure teams typically face a trade-off: 

• Vendor-specific tools (e.g., Nokia NSP or Cisco Prime) that are "deep but narrow" in data collecTon. 
They provide deep insight for one manufacturer but are blind to the rest of the work.  

• Enterprise IT tools (e.g., SolarWinds, LogicMonitor, and Nagios) offer broad coverage but cannot 
explain root-cause behaviors in OT, MPLS, microwave or power-related failure modes. 

 
Komodo Eye replaces fragmented stacks with a single system of record—combining multi-vendor breadth and 
multi-layer depth across the full infrastructure. 
 
The Komodo Eye Solution 
 
Komodo Eye is the only NMS platform that simultaneously gathers device data "wide” (multi-vendor) and 
“deep" (multi-layer). It supports an industry-leading library of 88,000 device models across 8,000 
manufacturers, while penetrating deeply into each manufacturer's technical stack.  
 
The platform replaces a dozen disparate legacy NMS with a single "source of truth" by monitoring everything 
from Layer 0/1 (physical power/environment) through Layer 7 (application, URL, and grid logic) with a unified 
architecture.  
 
This holistic view enables operators to diagnose failures across power, networking, and applications — not just 
symptoms in isolation. 
 
Proven Scale & Reliability 
 
Komodo Eye is field-tested in some of the world's most demanding environments and is designed for “storm 
scenarios,” cascading failures, and sustained high-volume telemetry without degradation. 

• Midwest Electric U.lity:  4.3 million endpoints monitored every 5 minutes…tracking every interface, 
IPsec tunnel, and environmental sensor across the enTre power grid. 

• East Coast Electric U.lity: 10 million devices ranging from nuclear, wind, and solar sites, providing 
unified visibility. 
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Security & Compliance  
 
As an on-premises, air-gapped platform, the architecture meets stringent requirements, including NERC CIP, 
high-security nuclear mandates, defense-grade environments, and other regulated sectors.  
 
Operating continuously with proven air-gapped server uptime exceeding 1,000 days, Komodo Eye enforces OSI 
Layer 6 security using full SNMPv3 with SHA-512 authentication and AES-256 data encryption for all polled 
telemetry streams.  
 
Furthermore, the platform’s software supply chain verification incorporates digitally signed software packages, 
complete Software Bills of Materials (SBOM) for all releases, regular CVE vulnerability audits, and documented 
security hardening baselines aligned with DISA STIG and NERC CIP standards 
 
Encryption & Cryptography 
 

• All data in transit is protected using TLS 
• Sensitive data at rest is encrypted using industry-standard cryptographic controls	(Layer 6 encryption 

implements SNMPv3 with SHA-512 authentication and AES-256 data encryption) 
• The platform integrates with local certificate authorities and customer-managed key systems 

 
Authentication & Role-Based Access Control 
 
Komodo Eye supports: 

• Active Directory, TACACS, and local authentication 
• Highly granular RBAC policies that can restrict access by device type, function, or action (e.g., 

MPLS-only modification rights) 
 
Role-specific dashboards are supported for Tier 1/2/3 operators, engineers, and leadership. 
 
Immutable Audit Trails 
 
The system maintains immutable audit logs covering: 

• Authentication and login activity 
• Administrative actions 
• Configuration changes 
• Data access events 

 
Audit records are tamper-resistant and designed for forensic review and regulatory audits. 
 
Data Protection & Redaction 
 
Komodo Eye includes streaming data masking, hashing, tokenization, and redaction policies to protect PII and 
sensitive operational data. The platform is explicitly designed to prevent the storage of credentials, passwords, 
or secrets within telemetry streams. 
 
Software Supply Chain Assurance 
 
Software supply chain safeguards, including SBOMs, digital signing, and CVE auditing, are detailed in the 
Security & Compliance section. 
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Komodo Systems provides: 
• Digitally signed software packages 
• Software Bills of Materials (SBOM) for all releases 
• Regular CVE audits and documented security hardening guides 

 
This supports formal security accreditation, change management, and third-party risk review processes. 
 
Designed for Air-Gapped & Segmented Environments 
 
Komodo Eye is specifically engineered for: 

• Air-gapped OT networks 
• Segmented IT/OT deployments 
• DMZ-based architectures 

 
The platform supports proxy and relay configurations, enabling secure telemetry to move across trust 
boundaries without violating security models. 
 
Global Intelligence & Geocoding 
Komodo Eye provides the proverbial "Single Pane of Glass" through site-level aggregation, simplifying 
massive network management. 
 
Real-Time Geocoding on Ingest 
 
Every data point—numeric or semantic—is 
geocoded the moment it is measured. This 
enables map-enabled visualization, geographic 
correlation, and rapid identification of regional 
failure points. For example, in the Dashboard, 
engineers can view an intuitive, high-level status 
(Normal/Warning/Critical) based on geographic 
risk, such as identifying a cluster of failures in a 
single storm-hit city.  
 
The system allows users to manually adjust device locations by moving them on the map, which automatically 
updates the latitude and longitude coordinates in the database. 
 

• Live Network Summary and Drill-Down Views: Customizable Network Summary Panes provide 
at-a-glance visibility by technology and status. Every metric is live and clickable, allowing you to drill 
directly into the devices contribuTng to an alert, maintain full filtering and sorTng aqer drill-down, and 
automaTcally update as condiTons change. 

• Rela.onship Mapping: Geocoded data is used to build relaTonship maps, including OSPF and MPLS 
adjacency weights and point-to-mulTpoint wireless and LTE client relaTonships. 

• Offline & Air-Gapped GIS Mapping: Supports Google Maps integraTon when connected, as well as 
naTve offline mapping features tailored for fully air-gapped installaTons. 

• Edge Label Visibility: The map view includes "edge label visibility," allowing users to see specific metrics 
(such as OSPF weights) directly on the connecTon lines between devices. 

• Mobile Tracking: For devices with GPS support, the system can track and display a mobile device’s 
historical movement. 
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• Site Journal & Digital Documenta.on: Hierarchical journals exist at the network, site, and device levels. 
Sites funcTon as digital vaults containing manuals, diagrams, photos, acceptance tests, firmware, and 
technician notes. 

• Contextual History: Every substaTon, 911 center, or transmission tower funcTons as a digital vault. Site 
diagrams, cabinet photos, equipment manuals, and OperaTonal Acceptance Tests (OATs) can be 
uploaded directly to the site record. 

• Unified Technician Logs: When a field technician performs a microwave realignment at 3 AM, they log it 
in the site journal. When the next shiq starts at 8 AM, the next technician doesn’t need to guess what 
changed; they instantly see the full history, notes, and photos, prevenTng a redundant site visit. 

 
Reliability Metrics (SAIDI/SAIFI) 
 
Komodo Eye measures availability based on the frequency and duration of interruptions. Momentary flaps are 
tracked alongside sustained outages; micro-outages are preserved in the data lake for up to five years, and 
long- term trends support aging-infrastructure analysis and compliance reporting. 

• Frequency (SAIFI): Komodo Eye monitors "momentary interrupTons" and instability. If a device "flaps" 
35 Tmes in 24 hours, it is flagged as a reliability risk, even if currently reachable. 

• Dura.on (SAIDI): Komodo Eye captures the exact duraTon of every micro-outage. For example, if a 
criTcal link is lost for 10 seconds, it saves the data, enabling precise reliability reporTng and long-term 
trend analysis of aging equipment. 

 
The Deep Stack (Layer 0 to Layer 7) 
 
Komodo Eye bridges the gap between legacy serial gear and modern software-defined networks. It supports 
the following device classes to provide consistent visibility, alerting, and role-based operations across IT and 
OT environments: 
 

• Class 1 — Nodes (Network Infrastructure) 
Network and transport infrastructure such as Access points, CPEs, DCS servers, DWDMs, Fiber Drivers, 
Firewalls, Hubs, Hypervisors, IDS/IDPLTE, Leaf switches, Legacy SONET plants, LTE field area networks, 
Microwave, NAS, OLTs, OPC (DA/UA) servers, PON hardware, RF radios, Routers, SCADA servers, SDH 
optical transport nodes, SD-Wan, Servers, Switches, VMs (Virtual Machines), VPNs, Wi-Fi, and Wireless 
(P2MP, P2P). 

• Class 2 — Physical Plant and Field Area Network 
Physical plant and environmental systems, including 220 MHz, 900 MHz, Air preheaters, Battery plant, 
BMS, Boilers/drums/ tubes, Bunkers, Capacitor bank, Circuit breaker, Coal mills & pulverizers, 
Condensers, Conveyors, Critical motors, Cybrid dehydrator, Door alarms, Dry contact sensor, 
Environment sensor, Feeders, Generators, Industrial pumps, Large industrial fans, QKD link, Rectifier, 
Remote I/O panels, Steam turbines, Unit/station transformers, and UPS. 

• Class 3 — Client & Endpoint Devices 
Operational and enterprise endpoints, including CEMS analyzers, Edge-level process sensors (temp, flow, 
& pressure transmitters), Enterprise endpoints, Flame scanners, GPS-supported mobile devices, 
Industrial controllers, Industrial gateways, Optical network terminals, PCs, PLCs, Protection relays, RTUs, 
Set-top boxes, SWAS panels, Vibration and condition monitoring systems.  

 
These classes provide a consistent framework for monitoring scope, access control, alerting policies, and 
reliability analysis across the full Layer 0/1 through Layer 7 stack. 
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Server & Infrastructure Administration 
 
Komodo Eye extends operational visibility beyond network transport assets to deliver agentless, full-stack 
server administration and operating system monitoring across both Windows and Linux environments. 
 
Windows Management Instrumentation (WMI) 
 
Komodo Eye executes agentless, deep-level interrogations of Windows hosts using WinRM over HTTP (port 
5985) or encrypted HTTPS (port 5986) with TLS/XML encoding.  
 
In addition to tracking CPU, RAM, thermal health, and partition layouts, the module audits running OS builds, 
active processes (via Win32_Process), installed application inventories, Windows Services status (via 
Win32_Service), Defender currency, and BitLocker encryption states.  
 
Furthermore, real-time proactive WQL event subscriptions automatically trigger alerts and remediation 
workflows for host-level events such as low disk space, unauthorized process execution, or USB drive 
insertions. 
 
Summary 

• Transport & Security: Operates at Layer 7 using WinRM (TLS/XML over Layer 4) or legacy DCOM 
(Layers 3/4, 6, 7). 

• Hardware & OS: Tracks CPU, RAM, thermal sensors, SMART disk health, BIOS details, OS build metrics, 
uptime, and active process controls (Win32_Process). 

• Services & Security: Manages Windows Services (Win32_Service), audits Windows Event Logs 
(Win32_NTLogEvent), and monitors Defender status, BitLocker, and active firewalls. 

• Proactive Event Subscriptions: WQL event queries trigger real-time actions on conditions like low disk 
space or USB insertion. 

 
Linux Server Monitoring 
 

• Protocols & Metrics: Uses SNMP transactions (Layers 3, 4, 7) via HOST-RESOURCES-MIB and UCD-
SNMP-MIB to monitor CPU, RAM, storage, uptime, and running processes 

• Networking & Alerts: Leverages IF-MIB for interface status, throughput, MAC addresses, and error 
counters, firing SNMP Traps when thresholds are breached. 

 
Atomic Data Collection 
 
Komodo Eye collects atomic data—the smallest meaningful telemetry units—such as serial numbers for asset 
tracking, firmware versions for security audits, internal chassis temperatures, and specific sub-card failures, 
such as identifying a single faulty Media Dependent Adapter (MDA) card within a Nokia SAR-8 router before it 
causes a total reboot. 
 
Refresh Capabilities 
 
Users can set "Auto-Refresh" to continuous, 5-second, or 1-minute intervals to monitor critical errors in real 
time. 

• Data Types: All incoming data is categorized as either numeric (counters, signal strength, jiZer) or 
semanTc (log messages, SNMP traps, words/sentences). 

• Interface Granularity: Beyond physical ports, the system tracks all virtual interfaces, including VLANs, IP 
sub-interfaces, radio ports, and emulated interfaces (e.g., TDM emulaTon). 
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From Telemetry to Intelligence 
 
Komodo Eye supports versioned pipeline management for polling and streaming ingestion (SNMP, Syslog, 
gRPC, NetFlow, Modbus, TL1, Kafka, REST), edge filtering and noise reduction, parsing, enrichment, calculated 
variables, and tiered storage and indexed querying. 
 
Komodo Eye follows a structured pipeline: 

1. Scheduled probes (typically every 300 seconds) 
2. Variable collection via SNMP, tables, or inbound messaging 
3. Mathematical or semantic transformations 
4. Calculated variables stored alongside raw telemetry 
5. Storage strategies that determine visualization and retention 

 
Storage strategies include line graphs, rate graphs, track-changes-only storage, and table capture.  
 
Komodo Eye: Resilient Edge Data Architecture 
 
The Komodo Eye edge data collector serves as a hardened buffer, shielding centralized systems from the 
volatility of edge environments. It is engineered to maintain data integrity and visibility even during network 
instability or site isolation. 
 
Core Survivability Features 
 

• Local Persistent Queuing: Unlike standard collectors that rely on volatile RAM, Komodo Eye spools 
incoming telemetry directly to disk-backed storage. This ensures that if power or connectivity fails, 
your data survives the outage. 

• Graceful Degradation: During prolonged isolation, the collector intelligently manages local resources. 
It prioritizes critical health metrics and high-priority alerts while sampling or suppressing high-volume 
logs, ensuring the most vital insights are preserved. 

• Backpressure & Rate-Limiting: To prevent a "thundering herd" effect—where a sudden flood of 
recovered data crashes the upstream server—Komodo Eye utilizes sophisticated flow control. It 
throttles the replay of historical data to match the destination's ingestion capacity. 

• Automated Data Replay: Once the uplink is restored, the collector initiates a controlled 
synchronization. This fills the gaps in your centralized dashboard, providing a seamless historical 
record with no manual intervention required. 

• Zero-Touch Field Provisioning: Features a low-touch private LTE (pLTE) workflow enabling field 
technicians to mount and connect hardware while the platform automatically handles remaining 
provisioning to bring devices online and for Passive Optical Network (PON) hardware. When bucket 
truck technicians physically mount and connect field hardware, the platform automatically detects the 
device, validates its MAC address and serial number against the ServiceNow CMDB, spins up a 
temporary firewalled onboarding service path, applies Exelon's golden configuration template, and 
executes an automated reboot and clean cutover to active primary and secondary operational paths 
with sub-62-millisecond G.8031/G.8032 protection schemes. 

• Remote Polling Probes: Edge monitoring software deployable on low-cost remote PCs or Raspberry Pi 
hardware to poll local SNMP devices at remote sites and report back to the central server. 
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Guaranteed Delivery & Edge Buffering 
 
Komodo Eye’s edge collectors preserve telemetry integrity during network instability by providing durable, 
store-and-forward buffering with guaranteed delivery semantics. Edge collectors support store-and-forward 
buffering with durable queues. Guaranteed delivery semantics monitor for: 

• Data gaps 
• Duplication 
• Timestamp skew 

 
This ensures zero telemetry loss during outages or bandwidth constraints. 
 
Pipeline Governance & Operations 
 
Komodo Eye provides enterprise-grade governance over telemetry ingestion pipelines, ensuring controlled 
change management, repeatability, and auditability across environments. 

• Versioned ingestion pipelines with dev/test/prod workflows 
• Controlled promotion and rollback 
• Fully auditable configuration changes 

 
Pipeline Health & Observability 
 
To ensure reliable end-to-end telemetry flow, Komodo Eye continuously monitors pipeline health and 
performance through integrated operational dashboards. Integrated dashboards monitor: 

• Collector health 
• Queue depths 
• Drop rates 
• End-to-end latency 

 
Fleet Management 
 
Komodo Eye includes centralized fleet management capabilities to maintain configuration consistency, security 
posture, and operational stability across large-scale distributed deployments. Centralized Fleet Management 
enables: 

• Remote upgrades 
• Drift detection 
• Automated remediation 
• Policy enforcement across thousands of sites 

 
Analytics, Noise Reduction & Forecasting 
 
Komodo Eye applies analytics and noise-reduction techniques to telemetry ingestion to identify inefficiencies, 
suppress low-value data, and proactively forecast resource needs. Komodo Eye tracks ingestion metrics by: 

• Source 
• Protocol 
• Driver 

 
This identifies top talkers, noisy devices, and inefficient telemetry. Built-in forecasting tools help optimize 
storage and bandwidth spend proactively. 
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Data Intelligence & Correlation 
 
Komodo Eye transforms raw telemetry into actionable intelligence by normalizing, enriching, and correlating 
data across vendors, protocols, and infrastructure layers. 

• Schema normalization across vendors 
• Regex, JSON, XML parsing 
• CMDB and GIS enrichment 
• Event suppression and deduplication 
• Structured events with entity dependencies and symptom-vs-root-cause hints 

 
Storage, Query & Compliance 
 
Komodo Eye’s data platform is architected for long-term retention, high-performance querying, and regulatory 
compliance across massive, time-series datasets. 

• Hot / warm / cold tiering 
• Configurable retention (up to 5 years+) 
• Legal hold and granular deletion 
• Automated index rollover and compaction 
• Sub-second query performance on massive datasets 

 
Operational Views & Integrations 
 
Komodo Eye delivers purpose-built operational views and integrates seamlessly with enterprise ITSM, 
observability, and security tooling to fit into existing workflows. 

• NOC-specific dashboards (links, circuits, reachability) 
• What-changed analysis with maintenance overlays 
• Bi-directional ServiceNow integration 
• Outputs to BigPanda, Moogsoft 
• SIEM / SOAR / data lake exports (Splunk, Sentinel, Elastic, Snowflake) 

 
Domain-Specific Visualization Dashboards 
 
Komodo Eye supports custom visualization panels for Windows, Linux, MPLS, Cienna, Infoblox, Nokia 1830, 
Cisco F5 Load Balancers, and NetGuardian hardware, with rapid custom panel development capabilities. 
 
Infrastructure as Code & Automation 
 
Komodo Eye is fully API-driven with native support for Terraform and Ansible, enabling repeatable, auditable 
deployments and operations as code. 
 
Compliance & Regulatory Alignment 
 
Komodo Eye is specifically designed for NERC CIP environments and has been authorized as a NERC EACMS 
cyber asset, supporting long-term auditability and regulated operations. 
 
Protocol Depth & Legacy Connectivity 
 
Legacy Assets: Komodo Eye supports legacy, non-IP assets, including Serial (1200 baud) connections, TL1 for 
legacy SONET plants, Modbus for the physical breakers and RTUs (Remote Terminal Units) found in every 
substation. 
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Modern Infrastructure: Komodo Eye fully supports modern standards, including TR-069/TR-386 for LTE field 
area networks, gRPC for high-speed telemetry, and SNMP v3 with full SHA-512 / AES-256 encryption. 
 
Web Application & URL Monitoring (OSI Layer 7) 
 
Komodo Eye delivers granular Layer 7 visibility and proactive availability checking across internal and external 
web services through comprehensive URL and application health monitoring. 

• Authentication & Routing: Native support for Basic, NTLM, Negotiate, and OAuth credentials. Features 
settable Host headers (for F5/load balancer routing), custom User-Agents, and SSL certificate 
validation toggles. 

• Health & Validation: Flexible expected response code handling (e.g., accepting 401 Unauthorized as 
success for protected endpoints), wildcard/regex body searches, and SHA-1 page-hash comparisons for 
change detection. 

• Diagnostics & Grouping: Millisecond-level warning/critical response thresholds, granular check failure 
alarms, full diagnostic payload logging, and virtual/dummy host grouping support. 

 
Transport and Optical Monitoring 
 
To deliver true vendor-neutral depth across diverse utility and telecommunications infrastructure, Komodo Eye 
incorporates specialized Q3 2026 deep telemetry probes for both SNMP and TL1 environments.  
 
The expanded native probe library provides granular performance tracking for Jotron 7000 base stations, Cisco 
F5 load balancers, Nokia 1830 DWDM optical platforms, Nokia 9500 Wavence microwave radios, Alcatel 7705 
SAR-8 routers, NEC 500 series switch routers, NEC 5000 PBX Model A, NEC 5000 / Pasolink / iPasolink 
microwave series, NEC Bluefire 5000, NetGuardian 420, DPS 420, and Infoblox DDI appliances 
 
Interface & Tunnel Monitoring at Scale 
 
Komodo Eye continuously tracks all interfaces on all devices, physical and logical, such as: 

• Physical ports and fiber 
• Radio and microwave interfaces 
• VLANs and IP sub-interfaces 
• Emulated interfaces (e.g., TDM over packet) 

 
For each interface, Komodo Eye captures status, traffic, packet counters, error trends, and MAC associations—
polled continuously and retained long-term. 
 
At a large electric and gas utility on the East Coast, Komodo Eye monitors over 30,000 IPsec tunnels in real 
time. It is smart enough to detect "asymmetric traffic"—where data goes out one path but comes back 
another—and can trigger an automatic tunnel "bounce" to restore optimal performance without human 
intervention. 
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5-Year Granular Data Lake 
 
Most tools only gather data for 30 days, then purge it. Komodo Eye 
maintains granular data (latency, loss, jitter) for 5 years to provide 
long-term operational and strategic value for critical infrastructure: 
 

• Long-Term Degradation & Encroachment Analysis: 
Retaining granular metrics (such as latency, loss, and jitter) 
over a 60-month window allows engineers to identify subtle, 
multi-year performance declines—such as gradual 
microwave path fading caused by tree growth—that would 
be completely invisible in standard 30-day monitoring 
windows.  

• Forensic Auditability & Regulatory Compliance: Extended 
data retention ensures full compliance with strict industry 
mandates (such as NERC CIP) and provides a forensic-grade 
audit trail to investigate historical incidents or micro-outages long after they occur.  

• Aging Infrastructure & Trend Capacity Planning: Preserving years of historical data enables 
engineering teams to track the aging of physical assets over time, perform precise SAIDI/SAIFI 
reliability reporting, and make data-driven capital allocation decisions for network upgrades.  

 
Discovery & Troubleshooting (MAC vs. IP) 
Komodo Eye performs "needle in a haystack" searches to reduce Mean Time to Repair (MTTR) from hours to 
minutes. 
 
Layer 3 & Grid Logic Search  
 
Komodo Eye can instantly locate any IP address on the network. It indicates whether the device is "online" and 
identifies exactly which router and physical port that IP is communicating through, even in complex, nested 
MPLS environments.  

• Dual-Filtering: The plaUorm uses both server-side (to pull data from the database) and client-side 
(browser-based) filtering of loaded data, which can be combined to drill down into specific equipment. 

• Dynamic Columns: The browser interface allows users to dynamically add, drag, and sort columns (e.g., 
SNMP status, IP address) and save these custom views as default login layouts. 

 
Layer 2 & Physical Topology Search 
 
Komodo Eye can search by MAC address to locate silent or firewalled devices by traversing switch forwarding 
tables. It combs the forwarding tables of every switch in the network to indicate exactly where that device is 
physically plugged in (e.g., "Summit Substation, Switch 4, Port 118"). This is a game-changer for locating rogue 
devices. 
 
Dynamic Tables, Columns & Layouts 
 
All tables are fully user-configurable to this level of detail: 

• Dynamic column injection 
• Drag-and-drop ordering 
• Multi-column sorting 
• Client-side filtering for instant response 
• Saved layouts per user 
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Nearly all tables can be exported to CSV or Excel. 
 
Semantic Intelligence & Message Indicators 
 
Komodo Eye treats logs as data. Komodo Eye includes data masking, tokenization, and redaction policies to 
protect sensitive information such as PII, credentials, and secrets during ingestion and streaming transforms. 
The platform is explicitly designed to prevent storing passwords, private keys, or shared secrets in the 
telemetry stream. For example, if an unusual error message appears only 4 times a year across 10 million 
devices, Komodo Eye flags it. This allows engineers to identify manufacturing bugs in a batch of equipment or 
catch the subtle first signs of a sophisticated security breach before it escalates. 
 
 
Intelligence: The 3 Phases of Komodo AI™  
Komodo AI capabilities are delivered in phased releases. Phase 1 reflects current generally available 
functionality, while Phases 2 and 3 represent planned roadmap enhancements. 
 
Overview 
 
Designed for strict critical infrastructure boundaries, Komodo AI operates as a 100% on-premises, air-gapped 
retrieval-augmented generation (RAG) Large Language Model (LLM) powered by interchangeable foundation 
models—such as Google DeepMind’s Gemma 4—without any outbound internet calls or external cloud 
dependencies.  
 
The AI engine processes local document vectorization (using PostgreSQL pgvector) and high-throughput time-
series analytics (using ClickHouse) on dedicated local GPU hardware, utilizing single NVIDIA RTX 5090 GPUs for 
smaller operational sites or NVIDIA A6000 multi-node clusters for large utility deployments. 
 
AI Design Principles & Security 
 
• Zero External Dependencies: Operates 100% on premises with no outbound internet connecTvity; updates 

are performed via secure on-site methods.  
• Data Sovereignty: Does not train global models or transfer knowledge between customer environments. 

Data is strictly siloed into Documentation (Phase 1), Operational Telemetry (Phase 2), and Historical 
Resolutions (Phase 3).  

• Human-in-the-Loop: Designed to support, not replace, human operators. All recommendations require 
operator review/approval before execution. 

 
Roadmap 
 
The first phase will transform how field technicians, network engineers, and operators interact with technical 
documentation, dramatically reducing Mean Time to Resolution (MTTR) while maintaining the strict security 
requirements of critical infrastructure environments.  
  
Komodo AI is designed to support human decision-making, not replace it. All insights, analyses, and 
recommendations are presented for operator review and approval. As the platform matures, customers gain 
access to probable root-cause analysis based on historical network data to mitigate critical issues. 
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Komodo AI addresses operational challenges for network teams with an edge-deployed LLM that requires no 
internet connection. It delivers advanced capabilities while meeting the security requirements of critical 
infrastructure. Future updates must be done using on-site methods. 
  
Komodo AI enables customers to use an air-gapped LLM as a core capability and a deployment toolkit to 
provision and configure it at each customer network site. This architecture is designed to enable a scalable, 
repeatable system in the future. In its initial phase, Komodo AI functions as a documentation-aware AI 
assistant powered by local knowledge retrieval. 
 
Security and Deployment Model 
 
Komodo AI is designed specifically for critical infrastructure environments with stringent security and 
compliance requirements. The system operates entirely on premises in an air-gapped configuration, with no 
outbound internet connectivity. 
  
Key security characteristics include: 

• No external network dependencies 
• Role-based access control (RBAC) aligned to operational roles 
• Full audit logging of user interactions and system activity 
• Read-only access to operational systems unless explicitly configured otherwise 

  
This model ensures customer data is always fully contained within their operational environment. All AI 
inference and data processing occur locally within the customer’s environment. 
  
Architecture and Data Boundaries 
 
Komodo AI does not train global models or transfer learned knowledge across customer environments. It 
maintains strict separation between different classes of data to ensure clarity, security, and predictable 
behavior:  

• Documentation Knowledge: Customer-provided equipment manuals, SOPs, and technical references 
used in Phase 1 through retrieval-augmented generation. 

• Operational Data: Network telemetry, topology, state, and health data accessed via controlled APIs in 
Phase 2 and later. 

• Historical Resolution Data: Past events, alerts, and corrective actions used in Phase 3 for pattern 
recognition and predictive analytics. 

  
Data does not leave the customer environment, is not shared across deployments, and is only used within the 
scope explicitly configured by the customer.  
  
Phase 1: Local Knowledge Retrieval (RAG LLM) 
 
This is a document-aware assistant that allows natural-language querying of customer-uploaded equipment 
manuals. SOPs and technical documentation that are stored locally. Responses are grounded exclusively and 
traceable to customer-provided documentation.  
  
Examples of queries could include: 

• How to set an IP on a Cybrid Dehydrator 
• How to test an IP on a Nokia Sar-8 VPRN 
• What are the expected light levels for Router X port 1/1/1 according to installation specs 
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Phase 2: Database & API Integration 
 
This update connects the AI layer to the Komodo Eye NMS database via the API, enabling read-only natural-
language queries of operational data on network statistics, topology, and health. Responses are aggregations, 
summaries, and interpretations, not replacements for raw data. And customers can create on-demand custom 
reports and shift handoff summaries. 
  
Examples of queries could include: 

• Which site has the lowest availability? 
• What sites are most vulnerable to interruptions? 
• What sites do not have redundancy? 
• What equipment currently in “normal” state was in “error” state in the last 24 hours? 

  
In this phase, Komodo AI functions as a decision-support tool. While it can aggregate and analyze operational 
data, humans retain direct control of all interpretations, reports, and actions. 
 
Phase 3: Predictive Analytics 
 
This update adds probable root-cause analysis to network data to provide mitigation recommendations based 
on historical resolutions. The result is predictive failure detection—where sufficient historical data exists—
enabling operators to address issues before outages occur. 
  
Examples of queries could include: 

• Which devices are likely to fail next? 
• Why did the “X” substation fail last week? 
• Where is the network vulnerable? 
• Which device failures will impact most customers? 

  
In this phase, predictive insights and root-cause analyses are provided as recommendations. Komodo AI does 
not autonomously execute network changes or corrective actions. Final decisions always remain with qualified 
network operators. 
 
Energy & OT Monitoring 
Komodo Eye is an infrastructure tool, not just a network tool.  
 
Industrial IoT & IoT 4.0 
 
It monitors industrial assets such as circuit breakers, capacitor banks, and RTUs using Modbus and TL1—
bridging IT and OT environments to ensure power delivery is as stable as the network that controls it. 
 
Global Regulatory Compliance 
 
In international markets, new regulations require organizations to report detailed energy, water, and fuel 
consumption to the government. Komodo Eye automates this task by pulling data directly from sensors and 
providing audit-ready reports. 
 
Edge-to-Core Scalability 
 
The system’s granularity is best illustrated by its ability to monitor individual circuit breakers in an electrical 
panel to calculate real-time cost-per-use for a single appliance. This same architecture scales to monitor 10 
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million endpoints across a nuclear fleet, proving Komodo Eye works at any resolution—from a single 
household breaker to a national power grid. 
 
Targeted User Personas 
 
Komodo Eye is specifically engineered to serve three distinct organizational tiers, transforming raw network 
telemetry into actionable insights tailored to the specific needs of each group: 
 
Operations — Real-time monitoring, alerts, IPAM, 
daily health 
 
Focused on the "daily drive" to keep the network 
running, these users use tools such as IPAM, daily 
reports, and real-time alerts to perform day-to-day 
maintenance and rapid troubleshooting. 
 
Engineering — Trend analysis, capacity planning, 
optimization 
 
These users leverage deep data for long-term 
capacity planning and configuration optimization, analyzing message trends and core routing health to 
improve overall network performance. 
 
Executives — Availability, MTTR, risk exposure, capital planning 
 
Targeted through high-level performance metrics and risk analysis reports, this group uses the data to make 
informed capital allocation decisions and determine where to invest to improve the network. 
 
Customized Actionable Reports 
 
Network engineers do not have time to monitor millions of devices. Komodo Eye sends targeted reports to 
specific teams. The "Microwave Team" can receive a daily briefing on path fades, while the "Fiber Team" can 
receive a report on optical discards. This keeps each team focused only on what matters. 
 
Login Tracking 
 
The system maintains immutable audit trails for all administrative actions, configuration changes, 
authentication events, and data access. Audit records cannot be altered and provide full accountability for 
regulated and forensic environments, supporting NERC CIP, internal compliance, and third-party audits. 
 
Security, Access & Compliance 
Komodo Eye translates "big data" into "actionable knowledge" through a combination of targeted intelligence, 
secure access, and integrated infrastructure tools. 
 
Role-Based Access Control 
 
Supports Active Directory, TACACS, and local authentication. Permissions can be scoped by device type and 
action. All logins and actions are audited. 
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Alarm & Alert Engineering 
 
Alerts are built on raw or calculated variables, support dynamic messages, severity control, and scoped 
suppression at the device or device-class level. 
 
Continuous Inventory Reconciliation 
 

• Inventory Reconcilia.on: The system idenTfies "uninvited" or rogue devices by conTnuously comparing 
the live network—detected via ISIS system IDs and MAC addresses—to an official inventory database. If 
an unauthorized device is added, the security team receives an immediate alert. 

• User Authen.ca.on: The rights system supports AcTve Directory and TACACS authenTcaTon. It allows 
for highly granular roles, such as permi|ng users to see all devices on the network while restricTng 
modificaTon rights to specific equipment types, like MPLS routers. 

• Audit Logging: The system tracks and logs all user logins across the network for comprehensive security 
audiTng. 

 
Ecosystem Integration & Deployment 
 
Komodo Eye functions as both a centralized source of truth and a system-of-record bridge, providing: 
 

• Bidirectional CMDB and inventory synchronization 
• Northbound and southbound API integration 
• Native IP Address Management (IPAM) 
• Bare-metal configuration, acceptance testing, and deployment automation 

 
Designed for seamless interoperability, Komodo Eye integrates easily with existing ecosystems: 
 

• API Integration: Inbound and outbound APIs enable event and alert exchange with platforms such as 
ServiceNow, PagerDuty, and Sonar. 

• Automation at Scale: Scheduled and policy-driven actions can be executed across thousands of 
devices, including firmware updates and enforced credential changes. 

• Provisioning & Deployment: A built-in bare-metal configuration utility generates and deploys hardware 
configurations directly to devices 

 
Quantum Safety 
 
For sensitive clients, Komodo Eye has partnered with quantum-safe computing companies to monitor 
Quantum Key Distribution (QKD) links. It tracks the health of single-photon encryption keys, ensuring that the 
next generation of secure communications is monitored. 
 
Software Supply Chain Assurance 
 
Komodo Systems provides digitally signed software packages and a Software Bill of Materials (SBOM) for all 
releases. Each version is regularly audited for known CVEs, and formal security hardening guides are provided 
to support secure deployment baselines in regulated environments. 
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Technical Details 
 
Robust Software Stack 
 
Komodo Eye is engineered on an 
enterprise-grade, high-performance 
software stack designed to deliver 
exceptional concurrency, high availability, 
and sub-meter GIS mapping without 
requiring local agents or client desktop 
software. 
 
• Operadng Environment: Built on a 

hardened Red Hat 9 or Oracle 9 Linux 
foundaTon. 

• Interface: A 100% browser-based UI 
powered by Node.js, requiring no local agents or desktop soqware. 

• Data Engine and Storage: The core data engine combines a transacTonal PostgreSQL database (enhanced 
with Timescale and PostGIS for sub-meter geospaTal mapping) with an embedded, high-performance 
ClickHouse columnar data lake designed to retain 5 years (60 months) of granular, un-consolidated Tme-
series telemetry without forced rollups. Storage performance and cost are opTmized using a two-Ter 
architecture: Year 1 'hot storage' is deployed on high-throughput NVMe arrays for sub-second real-Tme 
dashboarding, while Years 2–5 'cold storage' is systemaTcally offloaded to cost-effecTve spinning disk 
arrays or iSCSI storage for mulT-year forensic trend analysis and encroachment studies. 

• Concurrency & Speed: Core middleware is engineered in Golang to handle millions of concurrent polls per 
minute with minimal latency. 

• High Availability: Supports AcTve-AcTve or AcTve-Passive configuraTons with automated failover for 
mission-criTcal upTme. 

 
Data Collection & Polling  
 
Data collection is managed via customizable probes associated with specific device types. These probes are 
typically executed every 300 seconds (5 minutes) and can perform various functions. 
 

• Protocol Support: Probes execute SNMP GET, GET NEXT, or full Table Collects. 
• CSV Walking: The system can "walk" a specific Object IdenTfier (OID) and store the results as a comma-

separated value. 
• Atomic Data Categories: InformaTon is ingested as either numeric data (counters, interface levels, 

signal strength) or semanTc data (words, logs, SNMP traps). 
• Advanced Table Capture: Komodo Eye can capture enTre SNMP MIB tables and convert them into 

database tables for long-term tracking and reporTng. 
 
Data Processing & Storage Optimization 
 
Once ingested, the system transforms raw "atomic" telemetry into readable intelligence. 
 

• Variable Func.on Chaining: Users can perform mathemaTcal and semanTc string funcTons on raw 
data, which can be chained together to create new variables. For example, "Tme Tcks" are converted 
into "hours of upTme" for improved human readability. 
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• Storage Op.miza.on: To maintain a high-resoluTon 5-Year Data Lake, the system uses various storage 
strategies: 

o Line Graphs: Standard tracking of a variable every 5 minutes. 
o Rate Graphs: Used for tracking the rate of change, which is essential for interface traffic. 
o Track Changes: A high-efficiency method that only stores data when a value changes, such as 

for firmware versions. 
 

• Dynamic Visualiza.on: Users can dynamically add, drag, and sort columns in their browser, saving 
these custom layouts as their default view. 

• Universal Data Export: For external analysis, almost all table views across the plaUorm can be exported 
directly to CSV or Excel. 

 
True High Availability 
 
For mission-critical operations, Komodo Eye supports Active-Active or Active-Passive configurations with 
automated failover, ensuring the "eye" never blinks. 
 
Global Flexibility 
 
The platform is designed for channel partners. It fully supports white-labeling and rebranding, allowing 
systems integrators and government entities to present the tool as a native component of their service 
catalogs. 
 
Summary 
 
Komodo Eye is engineered for environments where downtime is catastrophic. It delivers unrivaled visibility, 
absolute security, and predictive resilience—transforming raw telemetry into actionable intelligence for the 
most demanding infrastructure in the world. 
 
Unrivaled Visibility 
 
Komodo Eye ingests "atomic data" from both legacy serial assets (Modbus/TL1) and modern high-speed 
telemetry (gRPC/SNMPv3 SHA-512/AES-256, and WMI), creating a 5-year granular data lake for precise trend 
analysis and regulatory compliance. 
 
Absolute Security 
 
Designed for NERC CIP and high-security mandates, all data in transit is protected using TLS, and sensitive data 
is encrypted at rest using industry-standard cryptographic controls. Komodo Eye integrates with local 
certificate authorities and on-premises key management systems, enabling customers to apply their own 
cryptographic policies without cloud dependencies. 
 
Predictive Resilience 
 
Move beyond reactive troubleshooting. With built-in SAIDI/SAIFI tracking and AI-driven root cause analysis, 
Komodo Eye identifies impending fiber breaks, battery failures, and path fades months before they impact the 
grid. 
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Feature Highlights 
 

Category Feature Technical Capability 

Visibility 

Unparalleled Multi-
Vendor Support 

Native monitoring for 88,000+ models across 8,000 manufacturers (Cisco, 
Nokia, Schweitzer, etc.). 

Deep Stack & 
Interface Monitoring 

Full-spectrum visibility from Layer 0/1 (physical power/environment) through 
Layer 7 (application, URL, WMI, and grid logic). Tracks all physical and virtual 
interfaces, including VLANs, IP sub-interfaces, and emulated interfaces. 

Atomic Data Ingest Ingests information as numeric data (counters, signal strength) or semantic 
data (logs, SNMP traps, and API messaging). 

Intelligence 

5-Year Data Lake Retains high-resolution telemetry (latency/jitter) for 60 months to detect long-
term degradation like "tree growth". 

Air-Gapped Gen-AI 
& Anomaly Analysis 

Local, on-box LLM for manual synthesis and junior tech mentoring. Incident 
Anomaly Analysis correlates message indicators across devices within a shared 
timeframe. 

Calculated Metrics Supports Variable Function Chaining to transform raw data into human-
readable metrics (e.g., "time ticks" to "hours of uptime"). 

Resilience 

Utility Grade Metrics Automated SAIDI/SAIFI tracking for momentary interruptions and duration hits 
to ensure NERC CIP compliance. 

Needle-in-a-
Haystack Search 

A Layer 2 MAC address physical port locator provides instant search by MAC or 
IP to locate rogue or silent devices in seconds. 

Tiered Workflow 
Strategy 

Optimized for three distinct groups: Operations (daily uptime), Engineering 
(capacity planning), and C-Suite (capital allocation). 

Security 

100% On-Premises Zero cloud dependency; designed for strictly air-gapped nuclear and defense-
grade environments. 

Inventory & System 
Bridge 

Continuous reconciliation of live network state against official asset databases. 
Acts as a bridge to push discovered data to external systems like ServiceNow or 
Sonar. 

Granular Role-Based 
Access 

Supports Active Directory and TACACS authentication with roles that can 
restrict modification rights to specific equipment types (e.g., MPLS only). 

 Encryption SNMPv3 implementation with SHA-512 and AES-256 encryption for Layer 6 
protection 

 


