owano:  00-011-0002
THIS 1S ISSUED IN STRICT CONFIDENCE ON THE UNLESS OTHERWISE THIRD ANGLE PROJECTION REVISIONS
CONDITION THAT IT IS NOT USED AS A BASIS FOR SPECIFIED ALL DIMENSIONS ECO REV DESCRIPTION DATE APPROVED
MANUFACTURE OR SALE, AND THAT IT IS NOT COPIED, ARE IN INCHES DRAWING
REPANTED OR DISCLG9ED,T0 ANY THIRD PARTY T ANDARDS AR PR @ l D & M SERIES MOUNTING HARDWARE
WITHOUT PRIOR WRITTEN CONSENT FROM MIN-E-CON ASME Y14.5M-2009 A RELEASE 8/24/20 WC
062 (1.57)
ACROSS FLATS
485 (12.31) MAX
#2-56 UNC-2B THREAD .092 (2.34) DIA MAX .090 (2.36) REF
OPTIONAL HEX HEAD 4420 UNC-28 THREA 118 (2.99) DIA MAX 185 (4.70) VA
(FOR SIZE 100) (SIZE 100) 189 (4.80) MAX (SIZE 100)
‘ 868 (22.05) MAX Q
17 y .902 (22.91) MAX (SIZE 100)
361 (9.17) MAX — 500 (12.70)

#2-56 UNC-2A THREAD
#4-40 UNC-2A THREAD
(FOR SIZE 100)

JACKSCREW, LOW PROFILE

390 (9.91) MAX (SIZE 100)

?

#2-56 UNC-2A THREAD
#4-40 UNC-2A THREAD

|

§ MAX
#2-56 UNC-2B THREAD / %
#4-40 UNC-2B THREAD 190 (4.83) MAX

185 (4.70) MAX (SIZE 100)

.014

+.004
-.004

+.10

+.003
.031 003

(36 10 ) ALLOWABLE DIAMETRICAL FLOAT

(FOR SIZE 100) (FOR SIZE 100) .020 (.51) MAX ALLOWABLE AXIAL FLOAT
JACKSCREW, TALL PROFILE JACKPOST FLOAT MOUNT
Commercial Hardware Jackscrew, Low Profile Jackscrew, Tall Profile Jackpost Float Mount (see note 3)
Hex Head Slot Head Hex Head Slot Head See note 4 |Front Panel Mount|Rear Panel Mount
Size 9thru 51
Suffix code when ordering with connector H L Note J P F FR
Kit number when ordering separately (see note 1) 10-000-0006 | 10-000-0002 5 10-000-0001 | 10-000-0003
Size 100 (see note 2) - - - - - F FR
M83513/05 Hardware
Size 9thru 51
Suffix code when ordering with connector M02 MO05 MO03 MO06 MO7 - -
Kit number when ordering separately (see note 1) | M83513/5-02 | M83513/5-05 | M83513/5-03 | M83513/5-06 | M83513/5-07 - -
Size 100
Suffix code when ordering with connector M12 M15 M13 M16 M17 - -
Kit number when ordering separately (see note 1) | M83513/5-12 | M83513/5-15 | M83513/5-13 | M83513/5-16 | M83513/5-17 - -
WTENDED UE Min-=-CoOnN 17312 EASTMAN
Note 1: When ordering hardware separately, each kit number is sufficient for one connector. REFERENCE ‘ ‘ IRVINE, CA 92614
Note 2: Size 100 commercial hardware not offered (except for float mount). Therefore order military equivalent. ey | PWeTTE MOUNTING HARDWARE,
Note 3: Float mount hardware is factory installed and available in commercial style only. T CHARETTE | 8/24/20 ‘D' AND 'M'" SERIES CONNECTORS
Note 4: Min-E-Con's commercial style jackpost features an exclusive .087" counterbore CHECKED SIZE | FscM No. DWG NO. REV
e YN B | 54455 00-011-0002 | A
Note 5: Tall hex commercial jackscrew not offered. Therefore order military equivalent. APPROVED
WC 8/24/20 [scaLe NONE ‘ ‘ SHEET 1 of 1




