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PROTEUS V1X PRODUCT DATA SHEET

PRODUCT DESCRIPTION

Proteus V1x is a post-job coiled-tubing preservation treatment engineered to protect the internal steel surface following
operations. Unlike conventional corrosion inhibitors designed for continuous injection, the Proteus platform is applied as
a single displacement treatment that adsorbs onto the tubing ID and establishes a persistent protective film that
mitigates corrosion encountered during storage, transport, and standby periods. The system integrates oxygen control,
biofilm control, and film-forming corrosion inhibition to extend usable running footage and preserve the service life of
high-strength CT assets between deployments.

FEATURES

* Designed for simple field deployment — one 5-gallon (20L) pail per application® — provides extended coverage and
margin.

* Chemistry designed for strings with an OD = 2-5/8" and lengths > 28,000 feet, but is acceptable for all sizes.

* Provides integrated oxygen scavenging and bio-dispersancy to limit biofilm development and surface attachment.

* Delivers multi-mechanism corrosion defense against H,S, CO», Oy, and MIC in a single treatment.

* Promotes rapid inhibitor film formation with persistent corrosion protection following post-job application.

PROPERTIES

* Physical: clear, dark liquid

* Solubility (water): soluble

¢ Solubility (brine): soluble

* Density (Ib/gal): 8.4 £ 0.2

* Specific gravity: 1.01 = 0.05

* pH:6+0.5

* Pour point (°F 7/ °C): 23 /-5

* Boiling point (°F / °C): 212 / 100
* Flash point (°F / °C): > 200 / 93
* Viscosity (cP @ 70°F): < 10

SAFETY & TRANSPORTATION

¢ Health: 1

e Fire: 1

* Physical hazard: 0

¢ PPE Index: B

¢ DOT: not regulated

* IMDG: UN3082, Environmentally hazardous substance, liquid, n.o.s., Class 9, PG IlI
* Marine pollutant: Yes

* ERG: not applicable

* One pail is applied to 10 bbl of water. One pail per application is based on nominal fluid conditions and proper use as advised by the Neptune
P PP pail per app prop y P
Chemical technical team.

Consult with Neptune Chemical Corporation prior to use. Because conditions of use are beyond the seller’s control, this product is sold without warranty, expressed or implied. The purchaser is
responsible for conducting its own testing to determine suitability for the intended application and assumes all risks associated with use and handling. This product will be replaced if found defective in
manufacturing or packaging; beyond such replacement, the seller accepts no liability for damages arising from this product or its use. The statements and recommendations provided are believed to
be accurate but are not guaranteed. ©2026 Neptune Chemical Corporation LLC. All rights reserved.
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